[image: J:\EQ Folder\WC  Color Logo1.highreso.png]

Request For Quote


Ford Police Interceptor Utility

Specification #WCPD-23-001



511 Lawrence Way
Walnut Creek, CA 94596

PROCEDURAL CONTACT: Lt. Drew Olson
Police Lieutenant
Phone: 925-765-6539
Email: dolson@walnutcreek.pd.com





Specification # WCPD-23-001 Ford Police Interceptor Utility

[bookmark: _GoBack]It is the intent of these specifications to describe a Ford Police Interceptor Utility that shall be bid as one (1) unit and shall be of the manufacture’s current production model, meeting or exceeding the terms of these specifications. The authorized dealer shall also guarantee vehicle against defects in workmanship and materials for a period of no less than 3yrs or 36,000 miles as a base warranty bumper to bumper warranty. For any offer to be considered, all items must be of a standard manufactures production model and additional options as outlined within the drawn specifications.

COMPLIANCE TO SPECIFICATIONS 

The bidder shall review the specifications listed and determine compliance to these specifications. Any deviations from the specification, or where submitted literature does not fully support the meeting of the specification, must be clearly cited in writing by the bidder in the exception to bid form provided in these specifications.

	GENERAL
REQUIREMENTS:
	Vehicle shall be new (unused), current model year production. Each vehicle shall be supplied with all equipment and accessories indicated as standard equipment in the manufacturer’s published literature unless specifically deleted as stated in this specification. Optional equipment necessary to meet the requirements of this specification shall also be installed

	ENGINE & TRANSMISSION:
	Ford Factory installed Hybrid Engine with a 10 Speed Automatic Transmission, All-wheel drive 

	BODY:



	The body shall be a four door, utility vehicle with center post. Protective side molding shall not be installed on the vehicle. This is to permit installation of an Agency insignia (33” long by 20” high) without trim interference.

	EXTERIOR COLOR:
	Exterior Paint of vehicle Shall be Ford Factory Agate Black

	EXTERIOR OPTIONS:
	Dual Factory installed Unity Spot Lights. A-Pillar LED spotlights with 2 wire handles, one spotlight on each A-Pillar (51S)

	INTERIOR/SEAT UPHOLSTERY:
	Front seats shall be bucket type accommodating the installation of a center console by the end user. A 60/40 split bench/bucket type seat is not acceptable. The driver’s seat shall be power adjustable and shall be designed for maximum comfort, support and durability. The front and rear seats shall be the manufacturer’s standard cloth upholstery (A vinyl rear set is acceptable provided the manufacturer warranties the vinyl seat material against sun and heat damage for not less than three (3) years).

	INTERIOR AREA:
	The vehicle shall be equipped with 1st and 2nd row seating only and shall have a minimum seating capacity of 5, including the driver

	FLOOR COVERING:
	The floor covering of the front and rear floors shall be standard rubber or vinyl.

	SUSPENSION:

	The front and rear suspension including shock absorbers shall be designed for police work. Front and rear stabilizer bars are required

	WHEELS AND TIRES:
	Each vehicle shall be supplied with five (5) matching wheels and tires. One (1) of the five (5) shall be a matching full-size wheel and spare tire. Space saver type spare tire is not acceptable. The wheels shall have a safety ridge rolled into the rim or otherwise designed to prevent the tire from separating from the wheel in the event of a flat. Wheels shall be designed for police applications. Lug nuts shall be covered with a center cap. Manufacturer’s standard Tire Pressure Monitoring System shall be supplied. If a tire pressure activation tool is needed to reset the light on the tire pressure monitoring system, one tool shall be provided for each vehicle as part of this requirement.

	SPEEDOMETER:
	The vehicle described in this specification will be used in law enforcement and speedometer accuracy is essential. The speedometer shall be calibrated and be accurate within two (2) miles per hour at speeds from 15 to 100 miles per hour of the true vehicle speed, within the environmental operating conditions specified in Section 1.0 Scope. A digital only speedometer is preferred and shall be installed if offered. If equipped with an analog speedometer, the dial face shall be marked up to a minimum of 140 miles per hour and the face markings shall be in increments no greater than two (2) miles per hour. The design of the speedometer, whether analog or digital, shall be such to ensure accuracy throughout the life of the vehicle. A letter of certification of accuracy shall be provided with each unit and shall be applicable to both digital and analog displays. The bidder shall specify the size of tires for which the speedometer is certified.

	WARRANTY:
	Vehicle shall have factory 3yr or 36,000 mile bumper-to-bumper warranty. 5yr/60,000 mile powertrain warranty as outlined by Ford 

	WARRANTY OPTION:
	5yr or 100,000 with $100 deductible Ford Premium Care Warranty

	EMISSIONS:

	Vehicle to meet all California emissions standards

	MISCELLANEOUS EQUIPMENT:




























MISCELLANEOUS EQUIPMENT CONT.
	· Heated driver and passenger mirrors
· Tilt steering wheel
· Fresh air type heater and defroster. Refrigeration air conditioning of a size and type recommended and installed by the manufacturer of the vehicle
· Intermittent windshield wiper system
· Fuel level and water temperature indicator gauges
· 12-volt DC power outlet in front compartment
· Ballistic Door Panels (left front and right front doors), threat level 3+ or better (Door Panels shall meet and pass National Institute of Justice Certification level III plus test standards. Testing certification shall be provided upon request).
· Cruise Control
· Dual Electric horns or dual note horn
· Headlight Wigwag capabilities
· Map/Dome/Courtesy Light(s) which provide the following functions:
· When the vehicle front doors are opened, none of the interior map/dome/courtesy light(s) shall illuminate automatically
· At least one map/dome/courtesy light (at both front and second row) that shall be manually operated to illuminate the seating areas
· Quick release style driver’s inside door handle to allow the driver’s door to be unlocked by pulling on the inside handle 
· Driver and passenger front impact airbag
· Driver and passenger side impact airbag
· All four (4) doors shall contain power locking and unlocking mechanisms controlled by switches located on the driver’s side door control panel
· All four window shall be power actuated and control from the driver’s side control panel with a lockout feature to prevent other windows from being operated when locked out by the driver
· Rear window defogger/defroster on a separate switch
· The vehicle shall use the same single key or fob for ignition, door, rear and glove box (if vehicle includes). A set of four (4) total keys or fobs shall be supplied for each vehicle. Each vehicle shall be keyed individually
· Arm rests on each of the four (4) doors (arm rests in rear passenger compartment may be mounted on other than the door if vehicle is so designed)
· Left and right remote control outside mirrors. Similar in appearance and mounted on left and right front doors. Both mirrors shall be controllable from the driver’s seat. Light in rear cargo area with rear cargo door actuated switch. Standard tool kit including wheel changing tools and jack adequate to safely lift the vehicle




	OPTIONAL EQUIPMENT:

	· Front Headlamp Lighting Solution (66A) includes Pre-Wiring (60a)
· Auxiliary Air Conditioning (17A)
· Rear Quarter Glass Side Marker LED Lights (63L)
· Front Warning Auxiliary LED Lights (21L)
· Rear Lighting Solution (66C)
· Side Marker LED Side View Mirrors (63B)
· Hidden Door Lock Plunger (52P)
· AGM Battery 900CCA/92Ah (19K)
· Glass Solar Tint 2nd Row Only (92R)
· OBD-II Split Connector (61B)
· Keyed Alike (will provide key code upon award of bid)
· Rear Console Plate (85R)
· Ballistic Door Panels Level III, front (90E)
· Dark Car Feature (43D)
· Dual LED Unity Spot Lights (51S)
· Global Lock/Unlock Feature (18D)
· Noise Suppression Bond (60R)
· Police Perimeter Alert (68B)
· Badge Delete (16D)
· Rear View Camera (Mirror Display) (87R)
· Reverse Sensing (76R)
· Sync (Bluetooth)
· Class III Trailer Hitch (52T)

	KEYS:
	Three (3) sets of ignition and operation keys will be cut and provided upon delivery.



The Ford Police Interceptor Utility and installed equipment shall meet all federal, state and local safety requirements. The dealer must be:
1. The dealer must have a current registration through www.sam.gov (System for Award Management) with no debarment on record prior to requisition.
2. The dealer must also provide a notarized performance bond.



It shall be delivered to 511 Lawrence Way, Walnut Creek, CA 94596; within Three (3) Months from the time the bid is awarded.
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