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Stormwater Glossary 

Bay Area Hydrology Model (BAHM) 
A software tool for design of flow control structures to meet 
hydromodification management requirements for new 
development or redevelopment projects. 

Bay Area Municipal Stormwater 
Collaborative (BAMSC) 

--successor to the Bay Area 
Stormwater Management Agencies 

Association (BASMAA) 

Informal collaborative of Bay Area municipal stormwater 
programs, including the Contra Costa Clean Water Program. 
BAMSC implements various regional activities mandated by the 
Municipal Regional Permit, provides a forum for promoting 
regional consistency among stormwater programs, and 
coordinates negotiations with the Regional Water Board on behalf 
of the permittees. 

Best Management Practice (BMP) 
Any procedure or device designed to minimize the quantity of 
pollutants that enter the storm drain system or to control 
stormwater flow. 

Bioretention 

The practice of capturing runoff within a matrix of soil and plant 
roots. Following capture, the runoff is evapotranspirated or 
infiltrated to surrounding and underlying soils. During frequent or 
intense runoff events, the soil-and-plant-root matrix may become 
saturated, in which case excess runoff may be discharged to an 
underdrain (biotreatment). 

Biotreatment 
The practice of filtering runoff through a matrix of soil and plant 
roots prior to discharge to a receiving water or municipal storm 
drain. 

C.3 

Provision in the Municipal Regional Permit. Requires the 
Permittees to use their planning authorities to include appropriate 
source control, site design, and stormwater treatment measures in 
new development and redevelopment projects to address 
pollutant discharges and prevent increases in runoff flows. 

C.3 Web Page 
https://www.cccleanwater.org/development-
infrastructure/development 

California Environmental Quality 
Act (CEQA) 

California law that requires public agencies to evaluate the 
environmental impacts of development projects. 

California Stormwater Quality 
Association (CASQA) 

Publisher of the California Stormwater Best Management 
Practices Handbooks. 
www.casqa.org 

https://www.cccleanwater.org/development-infrastructure/development
https://www.cccleanwater.org/development-infrastructure/development
http://www.casqa.org/
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Condition of Approval (COA) 

Requirements a municipality may adopt for a project in 
connection with a discretionary action (e.g., adoption of a negative 
declaration or issuance of a use permit). COAs may specify 
features required to be incorporated into the final plans for the 
project and may also specify uses, activities, and operational 
measures that must be observed over the life of the project. 

Contra Costa Clean Water Program 
(CCCWP) 

CCCWP was established by an agreement among 19 Contra Costa 
cities and towns, Contra Costa County, and the Contra Costa 
County Flood and Water Conservation District. CCCWP 
implements common tasks and assists the member agencies to 
implement their local stormwater pollution prevention programs. 

Design Storm 
A hypothetical rainstorm defined by rainfall intensities and 
durations. 

Detention 
The practice of holding stormwater runoff in ponds, vaults, within 
berms, or in depressed areas and letting it discharge slowly to the 
storm drain system. See definitions of Infiltration and Retention. 

Directly Connected Impervious Area 
Any impervious surface which drains into a catch basin, area 
drain, or other conveyance structure without first flowing across 
pervious areas. 

Direct Infiltration 
Infiltration via methods or devices, such as dry wells or infiltration 
trenches, designed to bypass unsaturated surface soils and 
transmit runoff directly to groundwater. 

Drainage Management Area (DMA) 

Site areas subdivided by surface types for the purposes of a 
Stormwater Control Plan with each DMA identified as self-
treating, self-retaining (zero-discharge), draining to a self-retaining 
area, or draining to an integrated management practice (IMP).  

Drawdown time 

The time required for a stormwater detention or infiltration 
facility to drain and return to the dry-weather condition. For 
detention facilities, drawdown time is a function of basin volume 
and outlet orifice size. For infiltration facilities, drawdown time is 
a function of basin volume and infiltration rate. 

Harvesting and Reuse 

The practice of capturing runoff and storing it for later use. 
Typical non-potable uses include toilet flushing, landscape 
irrigation, and industrial uses such as concrete production or 
washing. 

Head 
In hydraulics, energy represented as a difference in elevation. In 
slow-flowing open systems, the difference in water surface 
elevation, e.g., between an inlet and outlet. 

Hydrograph Runoff flow rate plotted as a function of time. 

http://www.cccleanwater.org/
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Hydromodification 
Management (HM) 

Control of runoff intensities and durations to reduce the potential 
for downstream erosion. 

Hydrologic Soil Group 
Classification of soils by the Natural Resources Conservation 
Service (NRCS) into A, B, C, and D groups according to 
infiltration capacity. 

IMP Sizing Calculator 

A stand-alone application created by the CCCWP to facilitate the 
iterative calculations needed to size integrated management 
practices (IMPs) for Municipal Regional Stormwater Permit 
compliance. The calculator is available, along with instructions for 
its use, on the CCCWP’s C.3 web page. 

Impervious surface 
Any material that prevents or substantially reduces infiltration of 
water into the underlying soil. See discussion of imperviousness in 
Chapter 2. 

Indirect Infiltration 
Infiltration via facilities, such as bioretention areas, expressly 
designed to treat runoff and then allow infiltration to surface soils. 

Infiltration 
Seepage of runoff through soil to underlying groundwater. See 
Retention. 

Infiltration Device 

Any structure that is designed to infiltrate stormwater into the 
subsurface and, as designed, bypasses the natural groundwater 
protection afforded by surface or near-surface soil. See Direct 
Infiltration. 

Infiltration Rate 
Rate at which water can be added to a soil without creating 
runoff. See Percolation Rate. 

Integrated Management Practice 
(IMP) 

A facility Best Management Practice (BMP) that provides small-scale 
treatment, retention, and/or detention and is integrated into site 
layout, landscaping, and drainage design. See Low Impact 
Development. 

Lead Agency 
The public agency that has the principal responsibility for carrying 
out or approving a project. (California Environmental Quality Act 
Guidelines [CEQA §15367]). 

Low Impact Development (LID) 

A stormwater management strategy aimed at maintaining or 
restoring the natural hydrologic functions of a site. LID design 
detains, treats, and infiltrates runoff by minimizing impervious 
area, using pervious pavements and green roofs, dispersing runoff 
to landscaped areas, and routing runoff to rain gardens, cisterns, 
swales, and other small-scale facilities distributed throughout a 
site. 

https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook
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Maximum Extent Practicable (MEP) 
Standard, established by the 1987 amendments to the Clean Water 
Act, for the reduction of pollutant discharges from municipal 
storm drains. 

Municipal Regional Stormwater 
Permit (MRP) 

A stormwater National Pollutant Discharge Elimination System 
(NPDES) permit and Waste Discharge Requirements issued by 
the San Francisco Bay Regional Water Quality Control Board in 
2009 (MRP 1.0) to cities, towns, and Flood Control Districts in 
five Bay Area counties. Reissued in 2015 (MRP 2.0) and in May 
2022 (MRP 3.0). 

National Pollutant Discharge 
Elimination System (NPDES) 

As part of the 1972 Clean Water Act, Congress established the 
NPDES permitting system to regulate the discharge of pollutants 
from municipal sanitary sewers and industries. NPDES was 
expanded in 1987 to incorporate permits for stormwater 
discharges. 

National Resources Conservation 
Services (NRCS) 

Federal government organization that classifies soils into 
hydrologic soil groups A, B, C, and D groups according to 
infiltration capacity. 

Numeric Criteria 
Sizing requirements for stormwater treatment facilities established 
in Provision C.3.d. of the Municipal Regional Permit. 

Operation and Maintenance (O&M) 
Refers to requirements in the Municipal Regional Permit to 
inspect treatment BMPs and implement preventative and 
corrective maintenance in perpetuity. See Chapter 5. 

Percolation Rate The rate at which water flows through a soil. 

Permeable or Pervious or Porous 
Pavements 

Pavements for roadways, sidewalks, or plazas that are designed to 
infiltrate runoff, including pervious concrete, pervious asphalt, 
porous pavers, and granular materials. See the Design Sheet for 
Pervious Pavements. 

Permeability 
The rate at which water flows through a saturated soil under 
steady state conditions. 

Pervious surface Any material that allows infiltration of runoff into underlying soil. 

Pre-Project 
Conditions that exist on a development site immediately before 
the project, to which municipal approvals apply. 

Project 

The whole of an action which has the potential for adding or 
replacing or resulting in the addition or replacement of roofs, 
pavement, or other impervious surfaces. This definition is 
consistent with the CEQA definition of a project. 
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Proprietary Stormwater Treatment 
Facilities 

Products designed and marketed by private businesses for 
treatment of stormwater. Many of these products do not meet 
requirements of the Municipal Regional Permit. 

Rational Method 
A method of calculating runoff flows based on rainfall intensity, 
tributary area, and a runoff coefficient representing the proportion 
of rainfall that runs off based on the type of ground cover. 

Regional Water Quality Control 
Board (Regional Water Board or 

RWQCB) 

California RWQCBs are responsible for implementing pollution 
control provisions of the Clean Water Act and California Water 
Code within their jurisdiction. There are nine California 
RWQCBs. Contra Costa County municipalities are under the 
jurisdiction of the RWQCB for the San Francisco Bay Region for 
stormwater discharges. 

Regulated Project 
A land development project that meets the definition of Regulated 
Project in Municipal Regional Permit Provision C.3.b. See 
Table 1-1 on page 7. 

Replaced Impervious Area 

In redeveloped projects, replaced impervious area refers to the 
square footage of existing impervious area that will be replaced 
with new impervious surfaces after redevelopment. See 
Illustration 2-1 on p. 18. 

Retention 
Practices such as infiltration, harvest and use, and 
evapotranspiration that reduce the amount of runoff discharged 
from a site. 

Runs with the land 
A legal expression with particular meaning that whoever owns the 
land has the obligation 

Self-retaining area 
An area designed to retain runoff. Self-retaining areas may include 
graded depressions with landscaping or pervious pavements. See 
Figure 3-2 on page 37. 

Self-treating area 
Natural, landscaped, or turf areas that do not drain to IMPs, but 
rather drain overland off site or to the storm drain system. See 
Figure 3-1 on page 36. 

Source Control A facility or procedure to prevent pollutants from entering runoff. 

Stormwater  
Control Plan  

A plan specifying and documenting permanent features and 
facilities to control pollutants and stormwater flows for the life of 
the project. 

Stormwater Control 
Operation & Maintenance Plan 

A plan detailing operation and maintenance requirements for 
stormwater treatment and flow-control facilities incorporated into 
a project.  

http://www.waterboards.ca.gov/sanfranciscobay/index.shtml
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Storm Water Pollution Prevention 
Plan (SWPPP) 

A plan documenting temporary measures to control sediment and 
other pollutants during construction. 

Stormwater Treatment Facility 
Stormwater facility that is intended to remove pollutants from 
stormwater. Facilities can include LID treatment and HM 
treatment, as well as non-LID treatment 

Surface Loading Rate 

The flow applied to a filter divided by the filter surface area. 
Stormwater facility that is intended to remove pollutants from 
stormwater. Facilities can include LID treatment and HM 
treatment, as well as non-LID treatment 

Treatment 
Removal of pollutants from runoff, typically by filtration or 
settling. 

WEF Method 

A method developed by the Water Environment Federation 
(WEF) for determining the minimum design volume of 
stormwater treatment facilities, described in Urban Runoff Quality 
Management (WEF/ASCE, 1998). 

Water Board See Regional Water Quality Control Board. 

Water Quality Volume (WQV) 
For stormwater treatment facilities that depend on detention to 
work, the volume of water that must be detained for a minimum 
specified drawdown time to achieve pollutant removal. 
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Do These Things First 
Start out on the right track. 

HIS Stormwater C.3 Guidebook (Guidebook) will help you design your 
project to meet local requirements for Low Impact Development (LID) 
drainage design—and ensure that your project complies with the C.3 
requirements in the third reissuance of the San Francisco Bay Regional 

Water Quality Control Board (Water Board)’s Municipal Regional Stormwater 
Permit (MRP 3.0). MRP 3.0 can be accessed online at the Water Board's website. 

First, confirm which requirements apply to your project. See Table 1-1, page 7. 

Then, engage your whole project team. LID drainage design disperses, infiltrates, 
detains, and treats runoff using landscape features and engineered bioretention 
facilities (“rain gardens”) dispersed throughout the site. LID features and facilities 
are integrated into the project’s landscaping and, when properly designed, can be 
used for active or passive retention. Your site designer, architect, landscape 
architect, and drainage engineer need to work together on the LID drainage design 
from concept to completion. 

Your team should prepare and refine the LID drainage design concurrently with 
sketching building footprints, internal roadways and circulation, parking, and 
landscape features. For subdivisions, LID drainage design should be initiated before 
sketching parcel lines and before the first stages of producing a tentative map. Use 
the guidance and tools in Chapter 3.  

Consider, at the outset, who will own the LID features and facilities, who will be 
responsible for their maintenance, and how they will be maintained. See Chapter 5. 

In a pre-application meeting with municipal planning staff, discuss the basic 
elements of, or ideas for, your LID design along with other project objectives and 
features. 

Start 

 
T 

https://www.waterboards.ca.gov/sanfranciscobay/board_decisions/adopted_orders/2022/R2-2022-0018.pdf
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Integrate the materials you prepare for discretionary review so that the visual 
and aesthetic characteristics of your LID features and facilities—including valley 
gutters, conveyance swales, dispersal areas, and bioretention facilities—are 
accurately represented in the preliminary site plan, landscaping plan, and renderings. 

Use the design criteria in Chapters 3 and 4, and the 
IMP Sizing Calculator available on the Contra 
Costa Clean Water Program (CCCWP) website 
(https://www.cccleanwater.org/development-
infrastructure/development/stormwater-c-3-
guidebook), to evaluate your LID drainage design 
for compliance with the runoff-treatment and flow-
control requirements that apply to your project. 
Then, adjust your design and iterate your entries into the IMP Sizing Calculator until 
you have an aesthetic and functional LID design that meets the numeric criteria 
outlined in Provision C.3.d of the MRP 3.0. 

Follow the step-by-step guidance in Chapter 2, and use the template provided, to 
prepare a Stormwater Control Plan submittal that will accompany your application 
for entitlements and development approvals. 

Plan ahead to ensure the required elevations, details, cross-sections, and notes 
appear in your construction plan set. See “What to Show on Construction Plans” 
on page 92, “Items to Be Inspected During Construction” on page 95, and the 
model construction inspection checklist on pages 96 through 97. 

Draft a separate, required Stormwater Facilities Operation and Maintenance Plan 
(O&M Plan) using the instructions in Chapter 5 and the template provided. The 
O&M Plan is to be referenced in a typically required Operation and Maintenance 
Agreement that “runs with the land.” 

The most recent version of this Guidebook, updates and 
errata, templates, and example submittals are on the 
CCCWP website. The Guidebook is formatted for 2-sided 
printing or, when viewed as a.pdf, allows the use of 
hyperlinks for internal navigation and to access external 
references and resources. 

The CCCWP 9th edition was updated from the 8th edition to incorporate changes 
to compliance requirements stemming from MRP 3.0. In MRP 3.0, Provision 
C.3.g.v.(2) directs CCCWP Permittees to require development projects subject to 
HM to use the methods and criteria in the Guidebook.  For projects requiring HM, 
permittees are now required to use the Bay Area Hydrology Model (BAHM) instead 
of the Integrated Management Practices (IMP) Calculator; updates in the 9th 
Edition Guidebook reflect this change and provide related guidance.  

Construction-Phase Controls 
Your Stormwater Control Plan is a 

separate document from the Storm Water 
Pollution Prevention Plan (SWPPP). A 

SWPPP provides for temporary measures 
to control sediment and other pollutants 

during construction. See the CCCWP 
website for information on requirements 

for construction-phase controls. 

Flood Controls: 
Implementation of the LID and 

Hydromodification (HM) 
requirements in this Guidebook is 
separate from, and in addition to, 
flood control requirements that 

may apply to your project. 

https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook
https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook
https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook
https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook
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Guidance & tools should be used for projects subject to MRP 2.0 vs. MRP 3.0. For 
projects subject to MRP 2.0 refer to the legacy document 7th Edition Stormwater 
C.3 Guidebook and Template on the CCCWP website. For projects subject to MRP 
3.0 (published May 11, 2022), and for Regulated Projects (C.3.b.) approved July 1, 
2023 or later, please refer to the 9th Edition Guidebook and Template. 

The Guidebook is the collective work product of the Contra Costa Clean Water 
Program’s Development Committee. The Guidebook’s purpose is to facilitate the 
review and approval process for Provision C.3, while also obtaining excellence in 
the quality and community benefit of built projects. Development Committee 
members pool the expertise they have gained from working with applicants for 
development approvals, and the Committee directs updates and refinements to the 
Guidebook with each new edition. Some background for various policy and technical 
decisions, including submittal requirements and technical criteria for facility design, 
is in Appendix E. 
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Policies and Procedures 

Determine if  your development project must comply with the 
Municipal Regional Permit Provision C.3 requirements. Review 
the steps to compliance. 

Thresholds, Effective Dates, and Requirements 
Table 1-1 (on page 7) summarizes requirements for parcel-based development 
projects. Thresholds are based on the sum of impervious area created or replaced 
in connection with a project. 

The following are included in that sum: 

 Removing and replacing pavement to the top of the base course or 
lower—or repairing pavement base. 

 Laying gravel over dirt or installing pavement over existing gravel. 

The following may be excluded: 

 Interior remodels and routine maintenance or repair such as replacement 
of a roof or exterior wall surface. 

 Pavement overlay of pavement, or adding gravel to a gravel road, within 
the existing footprint. 

 Pervious pavements constructed to the criteria in this Guidebook. 

 Swimming pools and other features that overflow and drain to the 
sanitary sewer. 

► THE “50% RULE” FOR PROJECTS ON PREVIOUSLY DEVELOPED SITES 

Projects on previously developed sites may also need to retrofit drainage to provide 
treatment of runoff from all impervious areas of the entire site. For sites creating 

Chapter 

1 
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or replacing a total area of impervious surface greater than the applicable threshold 
(Table 1-1): 

 If the new project results in an alteration of more than 50% of the 
impervious surface of a previously existing development, and the existing 
development was not subject to stormwater treatment measures, then 
the entire project must be included in the treatment measure design. 

 If the new project results in an alteration of less than 50% of the 
impervious surface of a previously existing development, and the existing 
development was not subject to stormwater treatment measures, then 
only the new and replaced impervious surface must be included in the 
treatment system design. 

Municipal staff will determine case-by-case when and how the “50% rule” applies. 
Staff may use the original entitlement (discretionary approval) or approved building 
plans as a guide when calculating the impervious area of the previously existing 
development. 
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TABLE 1-1. THRESHOLDS AND REQUIREMENTS FOR PARCEL-BASED 
PROJECTS 
 

 Impervious Area Threshold Requirement 
N

on
-R

eg
ul

at
ed

 P
ro

je
ct

s 
All projects requiring municipal 
approvals or permits (including 
single-family residences) 

As encouraged or directed by local staff, preserve or restore 
open space, riparian areas, and wetlands as project amenities; 
minimize land disturbance and impervious surfaces (especially 
parking lots); cluster structures and pavements; include micro-
detention in landscaped and other areas; and direct runoff to 
vegetated areas. Use Bay-friendly landscaping features and 
techniques. Include Source Controls specified in Appendix D. 

Projects creating or replacing 
more than 2,500 to 
5,000 square feet of impervious 
surface that are not Regulated 
Projects 

Using the template in Appendix C, prepare and submit a 
Stormwater Control Plan for a Small Land Development 
Project. Implement one or more of the following measures: 
(1) Direct roof runoff into cisterns or rain barrels for reuse if 
allowed by your municipality; (2) direct roof runoff onto 
vegetated areas; (3) Direct runoff from sidewalks, walkways, 
and/or patios onto vegetated areas; (4) direct runoff from 
driveways and/or uncovered parking lots onto vegetated areas; 
(5) Construct sidewalks, walkways and/or patios with 
permeable surfaces or; (6) construct bike lanes, driveways, 
and/or uncovered parking lots with permeable surfaces. 

Re
gu

la
te

d 
Pr
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ec

ts
 

One single-family home, not 
part of a larger plan of 
development, creating or 
replacing 10,000 square feet 
of impervious surface 

Prepare and submit a Stormwater Control Plan as described in 
Chapter 2, including features and facilities to ensure runoff is 
treated before leaving the site. Use the Low Impact 
Development (LID) Design Guide in Chapter 3 and the design 
criteria in Chapter 4, including sizing factors and criteria for 
“treatment only.” 

All other projects creating or 
replacing between 5,000 square 
feet and one acre of impervious 
surface (10,000 square feet for 
projects approved before 
7/1/2023) 

Projects creating or replacing 
an acre or more of impervious 
surface, unless exempted. See 
text. 

Design LID features and facilities for hydromodification 
management (HM) as well as stormwater treatment. Prepare 
and submit a Stormwater Control Plan as described in 
Chapter 2 and use the LID Design Guide in Chapter 3, 
including the sizing factors and criteria for “treatment and 
HM.” See Appendix E for additional information. 

1 Summary only. Requirements for your project are determined by your municipality. 
2 Thresholds in bold apply to projects approved beginning 7/1/2023. 

C.3 Applicability and Entitlements 
Provision C.3 compliance must be demonstrated at the time of application for a 
development project, including rezoning, tentative map, parcel map, conditional use 
permit, variance, site development review, design review, development agreement, 
or building permit. 
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All Regulated Projects require a Stormwater Control Plan showing the location and 
footprint of proposed impervious surfaces and of proposed stormwater facilities, 
and a description of how runoff will flow from impervious surfaces to the facilities. 
Instructions for preparing a Stormwater Control Plan are in Chapter 2. 

► DEFINITION OF A “PROJECT” 

When determining which Provision C.3 requirements apply, a “project” should be 
defined consistent with California Environmental Quality Act (CEQA) definitions 
of “project.” Specifically, the “project” is the whole of an action that has the 
potential for adding or replacing, or resulting in the addition or replacement, of 
roofs, pavement, or other impervious surfaces and thereby resulting in increased 
flows and runoff pollutants. “Whole of an action” means the project may not be 
segmented or piecemealed into smaller parts if the effect is to reduce the quantity 
of impervious area for any part to below the C.3 threshold. 

The C.3 project scope includes any impervious surfaces added or replaced within 
the public right-of-way in connection with the project. 

► GRANDFATHERING  

Regulated Projects approved prior to July 1, 2023 which have approved Stormwater 
Control Plans may be issued building permits and allowed to proceed. Regulated 
Projects with vesting tentative maps, regardless of the date of map approval, may 
be issued building permits to proceed with development in substantial compliance 
with the ordinance, policies, and standards in effect at the time the vesting tentative 
map was approved or conditionally approved, in accordance with California law. 

This “grandfathering” applies only to the specific discretionary approval that was 
the subject of the original application. Subsequent applications for further approvals 
constitute a project for the purposes of C.3. If those subsequent approvals or 
entitlements cover specific locations, modes, or designs for addition or replacement 
of roofs, pavement, or other impervious surfaces, and if the impervious area created 
or replaced is in excess of the applicable thresholds, then the C.3 requirements will 
apply to those areas of the project covered by the subsequent approval or 
entitlement. 

For example, an application for a subdivision tentative map which received final 
discretionary approval prior to the C.3 start dates may be exempt from Provision 
C.3. However, if the project proponent later applies for discretionary approval, then 
C.3 requirements would apply to those improvements. 

► PROVISION C.3 COMPLIANCE REQUIREMENTS FOR SUBDIVISION MAPS 

Your drainage design will determine where stormwater treatment facilities will be 
constructed. Note that stormwater treatment facilities should not be located on 
individual single-family residential lots. This is especially important when the 
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facilities will manage runoff from other lots, from streets, or from common areas. 
Facility landowners will be responsible for facility maintenance. See Chapter 5. 

For typical subdivisions, it works best to drain individual lots to the common street, 
and then drain the street to treatment facilities located within the private street right-
of-way or on one or more separate, jointly owned parcels. 

Your team should complete a preliminary drainage design before making final the 
right-of-way of internal streets and before sketching parcel lines. Each stormwater 
treatment facility footprint must have a corresponding easement to restrict 
future building of structures at the facility location. 

Applications for tentative maps may be required to include the following: 

 Delineation of separate parcels upon which stormwater facilities will be 
located. 

 Dedication of easements and inclusion of provisions related to provision 
C.3 compliance. 

 Execution of, or commitment to execute later, a covenant running with 
the land and agreement for residents of the subdivision to operate and 
maintain stormwater facilities. 

 Conditions, Covenants, and Restrictions (CC&Rs) recorded against the 
subdivision to establish reciprocal obligations of the lot owners to 
maintain stormwater facilities. 

If a tentative map approval would potentially entitle future owners of individual 
parcels to construct new or replaced impervious area which, in aggregate, could 
exceed the thresholds in Table 1-1, then the applicant must take steps to ensure C.3 
requirements can and will be implemented as the subdivision is built out. 

If the tentative map application does not include plans for site improvements, the 
applicant should nevertheless identify the type, size, location, and final ownership 
of stormwater treatment and flow-control facilities adequate to serve new roadways 
and any common areas, and to also manage runoff from an expected reasonable 
estimate of the square footage of future roofs, driveways, and other impervious 
surfaces on each individual lot. The municipality may condition approval of the map 
on implementation of stormwater treatment measures in compliance with Provision 
C.3 when construction occurs on the individual lots. This condition may be 
enforced by a grant deed of development rights or by a development agreement. 
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If a municipality deems it necessary, the future impervious 
area of one or more lots may be limited by a deed 
restriction. This might be necessary when a project is 
exempt from one or all C.3 provisions because the total 
impervious area is below a threshold, or to ensure runoff 
from impervious areas added after the project is approved 
does not overload a stormwater treatment and flow-
control facility. 

See the Policy for C.3 Compliance for Subdivisions on the CCCWP’s C.3 web page. After 
consulting with local planning staff, applicants for subdivision approvals will 
propose one of the following four options, depending on project characteristics and 
local policies: 

1. Show that the sum of future impervious areas to be created or replaced 
on all parcels could not exceed the applicable C.3 thresholds shown in 
Table 1-1. 

2. Show that, for every lot, the intended use can be achieved with a design 
which disperses runoff from roofs, driveways, streets, and other 
impervious areas to self-retaining pervious areas, using the criteria in 
Chapter 3 of this Guidebook. 

3. Prepare improvement plans showing drainage to treatment and/or 
flow-control facilities designed in accordance with this Guidebook and 
commit to constructing the facilities prior to transferring the lots. 

4. Prepare improvement plans showing drainage to treatment and/or 
flow-control facilities designed in accordance with this Guidebook and 
provide appropriate legal instruments to ensure the proposed facilities 
will be constructed and maintained by subsequent owners. 

For the option selected, municipal staff will determine the appropriate conditions 
of approval, easements, deed restrictions, or other legal instruments necessary to 
ensure future compliance. When new streets and common areas are constructed, 
facilities to treat runoff from those new impervious areas must be constructed 
concurrently, and agreements for the operation and maintenance of those facilities 
must be executed timely.   

► PHASED PROJECTS 

As part of an application for approval of a phased development project, a 
conceptual or master Stormwater Control Plan which describes and illustrates, in 
broad outline, how the drainage for the project will comply with the Provision C.3 
requirements should be provided. The level of detail in the conceptual or master 
Stormwater Control Plan shall be consistent with the scope and level of detail of 

Local Requirements: 
Cities, towns, or the County  
may have requirements that 

differ from, or are in addition  
to, this countywide Guidebook. 

See Appendix A for local 
requirements. 

https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook
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the development approval being considered. The conceptual or master Stormwater 
Control Plan should specify that a more detailed Stormwater Control Plan for each 
later phase or portion of the project will be submitted with subsequent applications 
for discretionary approvals.  

Projects in Public Roads or Right-of-Way 
Work within the public right-of-way that is part of a parcel-based project is included 
in the sum of impervious area created or replaced. For example, the following 
frontage improvements are included in the sum of impervious area:  

 Removal or replacement of curb or sidewalk,  

 Removal or replacement of roadway pavement to the top of the base 
course or lower, 

 Construction of a new public street, or 

 Paving of an existing dirt or gravel roadway. 

For projects entirely within the public right-of-way, Regulated Project thresholds 
are shown in Table 1-2. 

 

Hydromodification Management Requirements 
As shown in Table 1-1 on page 7, in addition to incorporating treatment controls, 
projects creating or replacing 1 acre or more of impervious area—unless 
exempted—must ensure post-project runoff does not exceed estimated pre-project 

TABLE 1-2. THRESHOLDS FOR PUBLIC ROAD AND TRAIL PROJECTS  
 

Impervious Area 
Threshold 

Project Types 

5,000 square feet 
contiguous1  

 

 New roads, including sidewalks and bike lanes 
 Adding traffic lanes to an existing road 
 New stand-alone trail projects 10 feet wide or wider 
 Sidewalk gap closures, sidewalk replacement, Americans with Disabilities 

Act (ADA) curb ramps 
One acre 
contiguous2 

 

 Removing/replacing asphalt or concrete to top of base course or lower 
 Repair of pavement base 
 Extending pavement edge (e.g., safety improvement, paving gravel shoulder) 
 Utility trenching projects 8 feet wide or wider 

1 For projects approved prior to 7/1/2023, the threshold is 10,000 square feet contiguous. 
2 Projects approved prior to 7/1/2023 are exempt. 
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rates and durations in a way that could potentially accelerate stream erosion. 
Additional information on hydromodification management (HM) is in Appendix E. 

► EXEMPTIONS 

Per MRP 3.0 Provision C.3.g.i, projects may be exempted from HM requirements 
if any of the following apply: 

 The project is not located in an area of HM applicability on the HM 
Applicability Map located on CCCWP’s website. 

 The post-project impervious area is less than, or the same as, the pre-
project impervious area. (At the discretion of municipal staff, on HM 
projects applicants may provide treatment-only controls for an 
impervious square footage that is less than or equal to the pre-project 
impervious square footage. See Appendix E).  

► SITES THAT ARE ALREADY PARTIALLY DEVELOPED 

At the discretion of municipal staff, applicants with HM projects may provide 
treatment-only controls for an impervious square footage that is less than or equal 
to the pre-project impervious square footage. Treatment and HM controls must be 
provided for the remaining impervious square footage.  

► COMPLIANCE WITH HM REQUIREMENTS 

Projects subject to the HM requirements must use the LID Design Guide in 
Chapter 3 and the criteria in Chapter 4 to develop a design that meets both 
treatment and HM requirements.  

For a compliant and/or efficient LID design for HM: 

 Drain only impervious areas to bioretention or other treatment/HM 
facilities.  

 Use self-treating areas and self-retaining areas to manage runoff from 
landscaped areas. 

 Wherever possible, disperse runoff from impervious areas to landscaped 
areas.  

 If the required footprint for a bioretention facility seems too large, 
consider using the cistern and bioretention or bioretention and vault 
options. 

See the Design Guide in Chapter 3. 

https://www.cccleanwater.org/development-infrastructure/development/submittals-to-regional-water-boards
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►  HM REQUIREMENTS - RECENT UPDATE 

CCCWP recently went through the process of identifying, analyzing, and comparing 
options for HM implementation in compliance with Provision C.3.g. Applicants for 
development projects subject to HM requirements are now required to use BAHM 
to demonstrate HM compliance. Detailed direction on this new HM compliance 
methodology and pathway are discussed in Chapter 3. 

Offsite Compliance Options for Runoff Treatment 
Experience has shown that LID features and facilities, distributed throughout the 
site and designed using the guidance in Chapter 3, are feasible on nearly all 
development sites. However, in lieu of incorporating facilities to treat runoff from 
impervious areas at the development project site, an applicant may propose a 
secondary project that will treat runoff from an equivalent amount of existing 
impervious surface area with LID (i.e., retrofit with LID) at another location 
within the same watershed. 

To be considered, the secondary project must include construction, operation, and 
maintenance of facilities that meet the criteria in Chapter 3. Those facilities must 
treat runoff from an amount of impervious surface equivalent to, or greater than, 
the impervious surface that would be subject to requirements at the project location.  

An applicant may propose to combine onsite and offsite facilities to add up to the 
equivalent amount of impervious area as would be required for only onsite 
treatment. Drainage from equivalent existing impervious square footage not 
subject to C.3 requirements, including existing impervious square footage on 
the same parcel* or on an adjacent parcel or public or private street within the 
same watershed, may be retrofitted with LID and the retrofit drainage square 
footage used to offset new or replaced impervious square footage that would 
be difficult or expensive to route to treatment.  

An applicant may also propose to share in a larger project and be credited for a 
proportional amount of the impervious area for which runoff is treated by that 
project.  

Consideration or acceptance of such proposals is at the discretion of the local 
municipality. 

  

 

* Excluding existing impervious square footage subject to the 50% rule. 
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Preparing A Stormwater Control Plan 

Step-by-step documentation of  compliance for Regulated Projects 

our Stormwater Control Plan for a Regulated Project will demonstrate your 
project complies with all applicable requirements in MRP 3.0 to: 

 
 minimize imperviousness and reduce runoff, 

 slow runoff rates and retain or detain stormwater, 

 incorporate required source controls, 

 treat stormwater prior to discharge from the site, 

 control runoff rates and durations if required, and 

 provide for operation and maintenance of stormwater facilities. 

The Stormwater Control Plan must be submitted with your application for 
discretionary approval and must have sufficient detail to ensure the stormwater 
design, site plan, and landscaping plan are congruent.  

A complete and thorough Stormwater Control Plan will facilitate quicker review 
and fewer cycles of review. Every Contra Costa municipality requires a Stormwater 
Control Plan for every applicable project. 

Your Stormwater Control Plan will consist of a report and an exhibit.  

Municipal staff may use the checklist on the following page to evaluate your 
Stormwater Control Plan. 

Chapter 

2 
Y 
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STORMWATER CONTROL PLAN CHECKLIST 

CONTENTS OF EXHIBIT 

Show the following on drawings: 

Existing natural hydrologic features (depressions, watercourses, relatively undisturbed areas) and significant natural 
resources.  

Existing and proposed site drainage network and connections to drainage off site.  

Layout of buildings, pavement, and landscaped areas.  

Impervious areas proposed (including roofs, plazas, sidewalks, and streets/parking) and area of each.  

Entire site divided into separate Drainage Management Areas (DMA), with each DMA identified as self-treating, 
self-retaining (zero-discharge), draining to a self-retaining area, or draining to an Integrated Management Practice 
(IMP). Each DMA has one surface type (roof, paving, or landscape), is labeled, and square footage noted.  

Locations, footprints, square footage, and top of soil elevation of proposed treatment and flow-control facilities.  

Potential pollutant source areas, including refuse areas, outdoor work and storage areas, etc. and corresponding 
required source controls listed in Appendix D. 

CONTENTS OF REPORT 

Include the following in a report: 

Narrative analysis or description of site features and conditions that constrain or provide opportunities for 
stormwater control. Include soil types (including Hydrologic Soil Group as defined by the Natural Resources 
Conservation Service (NRCS), slopes, and depth to groundwater. 

Narrative description of site design characteristics that protect natural resources.  

Narrative description and/or tabulation of site design characteristics, building features, and pavement selections 
that minimize imperviousness of the site. 

Tabulation of DMAs, including self-treating areas, self-retaining areas, areas draining to self-retaining areas, and 
areas draining to IMPs, in the format shown in Chapter 4. Output from the IMP Sizing Calculator may be used.  

Sketches and/or descriptions showing there is sufficient hydraulic head to route runoff into, through, and from 
each IMP to an approved discharge point. 

A table of identified pollutant sources and for each source, the source control measure(s) used to reduce pollutants 
to the maximum extent practicable. See Appendix D.  

General maintenance requirements for infiltration, treatment, and flow-control facilities.  

Means by which facility maintenance will be financed and implemented in perpetuity. 

Statement accepting responsibility for interim operation and maintenance of facilities.  

Identification of any conflicts with codes or requirements or other anticipated obstacles to implementing the 
Stormwater Control Plan.  

Construction Plan C.3 Checklist.  

Certification by a civil engineer, architect, and landscape architect.  

Appendix: Compliance with flow-control requirements  
(if using an HM compliance option other than the design guidance in Chapter 3). 
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A template for a Stormwater Control Plan in Microsoft Word format can be found 
on at the Contra Costa Clean Water Program’s C.3 web page. Follow the 
instructions in this Guidebook while using the template. A Design Review Checklist 
is included in Appendix G as an additional resource to the process of completing a 
Stormwater Control Plan. 

Project Data  
The table in the Stormwater Control Plan template is shown below for 
reference. The table is formatted to facilitate compilation of the municipalities’ 
annual reports.  
 
TABLE 2-1. FORMAT FOR REPORTING PROJECT DATA 
 
Project Name/Number  
Application Submittal Date [to be verified by municipal staff] 
Project Location  [Street Address if available, or intersection 

and/or Assessor’s Parcel Number]  
Name of Developer  
Project Phase No. [If project is being constructed in phases, 

indicate the phase number. If not, enter “NA”] 
Project Type and Description [Example entries: “5-story office building,” 

“Residential with 160 single-family homes with 
five 4-story buildings to contain 200 
condominiums,” “100-unit, 2-story shopping 
mall,” “mixed use retail and residential 
development (apartments)”, “Industrial 
warehouse.”] 

Project Watershed [Request from municipal staff] 
Total Project Site Area (acres)  
Total Area of Land Disturbed (acres)  
Total New Impervious Surface Area (square 
feet [ft2])  

 

Total Replaced Impervious Surface Area (ft2)  
Total Pre-Project Impervious Surface Area 
(ft2) 

 

Total Post-Project Impervious Surface Area 
(ft2) 

 

50% Rule[*] [Applies or Doesn’t Apply] 
Project Density [State dwelling units per acre and/or Floor 

Area Ratio] 
Applicable Special Project Categories 
[Complete even if all treatment is Low 
Impact Development (LID)] 

[State A, B, C, or none. If “C”, state basis for 
affordable housing, location, density, and 
parking credits.] 

Percent LID and non-LID treatment [State totals for project and provide details 
under “Documentation of Drainage Design.”] 

Hydromodification Management (HM) 
Compliance [†] 

State “applies” or explain reason for 
exemption. 

* 50% rule applies if: Total Replaced Impervious Surface Area > 0.5 × Pre-Project Impervious Surface Area 
† HM applies if: (Total New Impervious Surface Area + Total Replaced Impervious Surface Area) ≥ 1 acre unless 

exempt. See page 5. 
 

https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook
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To determine the replaced impervious surface area, 
it is necessary to overlay a drawing of the existing, 
pre-project impervious areas with the proposed site 
plan and evaluate the square footage of existing 
impervious areas that will be covered with new 
impervious surfaces. See the example in Figure 2-1. 

Setting 
Prepare a brief narrative placing the project in 
context. Discuss, as appropriate, the site location, 
division of parcels, planned land uses, zoning, 
setback and open space requirements, project 
phasing, number of residential units or square 
footage of office or retail, parking requirements, 
neighborhood character, project design objectives 
(for example, Leadership in Energy and 
Environmental Design [LEED] certification), and 
other notable project characteristics.  

Include a vicinity map. 

Existing Features and Site Conditions 
In a well-organized narrative, describe: 

 Project site size, shape, and existing topography, including the general 
direction of surface drainage, local high or low points or depressions, any 
outcrops or other significant geologic features, and any contiguous 
natural areas, wetlands, watercourses, seeps, or springs. 

 Existing land use and current or proposed zoning, including 
requirements for setbacks and open space. 

 Soil types (including hydrologic soil groups as defined by Natural 
Resources Conservation Service [NRCS]) and depth to groundwater.  

 Existing and proposed site drainage, including connections to the 
municipal storm drain system. Describe any drainage from adjacent areas 
that runs on to the project area. 

 Existing vegetative cover and impervious areas, if any. 

 

 

FIGURE 2-1. ILLUSTRATION OF REPLACED  
IMPERVIOUS AREA. The proposed building replaces 
impervious area on the existing parking lot. It also creates new 
impervious area. To complete the Project Data Table, measure, 
calculate, and enter the total new impervious area, total replaced 
impervious area, the pre-project impervious area, and the post-
project impervious area. 

New 
Impervious 
Area 

Replaced 
Impervious 
Area 

Parking 
Lot New Building 

and Garage 

Existing Proposed 
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Identify Constraints & Opportunities 
Review the information compiled in Step 1. Identify the principal constraints on 
site design and selection of treatment and flow-control facilities as well as 
opportunities to reduce imperviousness and incorporate facilities into the site and 
landscape design. For example, constraints might include impermeable soils, high 
groundwater, groundwater pollution or contaminated soils, steep slopes, 
geotechnical instability, high-intensity land use, heavy pedestrian or vehicular traffic, 
utility locations, or safety concerns. Opportunities might include existing natural 
areas, low areas, oddly configured or otherwise unbuildable parcels, easements and 
landscape amenities including open space and buffers (which can double as 
locations for bioretention facilities), and differences in elevation (which can provide 
hydraulic head).  

In your narrative, describe site opportunities and constraints. This narrative will help 
you as you proceed with LID design and explain your design decisions to others. 

Low Impact Development Design Strategies 
Use the Low Impact Development Design Guide (Chapter 3) to analyze your 
project for LID, design and document drainage, and specify preliminary design 
details for integrated management practices. 

After analyzing your project for LID (see page 28), prepare a narrative overview of 
your design and how your design decisions: 

 Optimize the site layout, 

 Use pervious surfaces where appropriate, 

 Disperse runoff to pervious (self-retaining) areas, and 

 Drain impervious surfaces to bioretention facilities or other integrated 
management practices (IMPs). 

Documentation of Drainage Design 
Chapter 3 includes calculation procedures and instructions for using the IMP Sizing 
Calculator to organize and present your calculations.  

As shown in the checklist (page 16), your Exhibit must show the entire site divided 
into separate Drainage Management Areas (DMAs), with each area identified as one 
of the following:  

1. SELF-TREATING AREA 

2. SELF-RETAINING AREA 
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3. AREA DRAINING TO A SELF-RETAINING AREA, OR  

4. AREA DRAINING TO AN IMP.  

Each Drainage Management Area must be clearly marked with a unique 
identifier along with the types and square footage of any impervious surfaces. 

Proposed location, size, and approximate top of soil elevation (TSL) of each 
treatment and flow-control facility must also be indicated on the exhibit. Each 
facility should be clearly marked with a unique identifier. 

It is best to use the grading plan (screened) as background for the Exhibit. It may 
also be appropriate to show portions of the roofing plan (also screened) wherever 
roof ridges define DMAs. 

Your Stormwater Control Plan report must include: 

 Tabulation of proposed self-treating areas, self-retaining areas, areas 
draining to self-retaining areas, and areas draining to IMPs, with the 
corresponding IMPs identified on the Exhibit.  

 Complete output from the IMP Sizing Calculator, showing the minimum 
square footage required and proposed square footage for each IMP.  

 If flow-control requirements apply, the required storage volume or 
volumes, and the diameters of each underdrain orifice, must also be 
shown (sized using BAHM – see Chapter 3). 

Your Stormwater Control Plan must also include preliminary design information 
for each bioretention facility or other IMP. Depending on the complexity of the 
project and the stage of the design, reviewers may expect to see renderings or details, 
in plan and/or cross-section, showing how the IMPs will be integrated into the site. 
This may include transitions between the flat, planted surface of bioretention 
facilities and the adjacent buildings, roadways, sidewalks, or landscapes, and planting 
plans consistent with the active or inactive uses of the planted bioretention area. 

For submittals that include preliminary or final construction drawings, plan views, 
cross-sections, and other details must be consistent with the design criteria in this 
Guidebook. See Chapter 4 for “What to Show on Construction Plans” and for design 
guidance and design criteria. 

Also include in your Stormwater Control Plan report: 

 A narrative briefly describing each DMA, its drainage, and where 
drainage will be directed. 
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 A narrative briefly describing each IMP. Include any special 
characteristics or features distinct from the design sheets in Chapter 3. 

Group and consolidate descriptions, or provide additional detail, as necessary to 
help the reviewer understand your drainage design.  

Source Control Measures 
Some everyday activities – such as trash recycling/disposal and washing vehicles 
and equipment – generate pollutants that tend to find their way into storm drains. 
These pollutants can be minimized by applying source control BMPs. 

Source control BMPs include permanent, structural features that may be required 
in your project plans—such as roofs over and berms around trash and recycling 
areas—and operational BMPs, such as regular sweeping and “housekeeping,” that 
must be implemented by the site’s occupant or user.  

Use the following procedure to specify source control BMPs for your site: 

1. Identify Pollutant Sources: Review the first column in the Pollutant 
Sources/Source Control Checklist (Appendix D). Check off the potential 
sources of pollutants that apply to your site. 

2. Note Locations on Stormwater Control Plan Exhibit: Note the 
corresponding requirements listed in Column 2 of the Pollutant Sources/ 
Source Control Checklist (Appendix D). Show the location of each 
pollutant source and each permanent source control BMP in your 
Stormwater Control Plan Exhibit. 

3. Prepare a Table and Narrative: Check off the corresponding requirements 
listed in Column 3 in the Pollutant Sources/Source Control Checklist 
(Appendix D). Create a table using the format in Table 2-2 on the following 
page. In the left column, list each potential source on your site (from 
Appendix D, Column 1). In the middle column, list the corresponding 
permanent, structural BMPs (from Columns 2 and 3, Appendix D) used to 
prevent pollutants from entering runoff. Accompany this table with a 
narrative that explains any special features, materials, or methods of 
construction that will be used to implement these permanent, structural 
BMPs.   
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4. Identify Operational Source Control BMPs. To complete your table, refer 
once again to the Pollutant Sources/Source Control Checklist (Appendix D, 
Column 4). List in the right column of your table the operational BMPs that 
should be implemented as long as the anticipated activities continue at the 
site. The local stormwater ordinance requires that these BMPs be 
implemented; the same BMPs may also be required as a condition of a use 
permit or other revocable discretionary approval for use of the site. 

► REFERENCES AND RESOURCES: 

 Appendix D, Stormwater Pollutant Sources/Source Control Checklist 
 Municipal Regional Permit Provision C.3.c. 
 Bay-Friendly Landscape Guidelines (Stopwaste.org, 2008) 
 https://basmaa.org/wp-content/uploads/2021/04/basmaa_start-at-the-source-site-design-guidance-manual_1999.pdf Section 6.7: 

Details, Outdoor Work Areas 
 

Stormwater Facility Maintenance 
As required by MRP 3.0 Provision C.3.h, your local municipality will periodically 
verify that treatment and flow-control facilities on your site are maintained and 
continue to operate as designed. 

To make this possible, your municipality will require that you include in your 
Stormwater Control Plan: 

1. A means to finance and implement facility maintenance in perpetuity.  

2. Acceptance of responsibility for maintenance from the time the facilities 
are constructed until responsibility for operation and maintenance is 
legally transferred. A warranty covering a period following construction 
may also be required.  Check with your local municipality for warranty 
requirements. 

3. An outline of general maintenance requirements for the treatment and 
flow-control facilities you have selected. 

TABLE 2-2. FORMAT FOR TABLE OF PERMANENT AND OPERATIONAL SOURCE 
CONTROL MEASURES 

 
Potential source of  
runoff pollutants 

Permanent  
source control BMPs 

Operational 
source control BMPs 

   

   

 

http://stopwaste.org/home/index.asp?page=378
https://basmaa.org/wp-content/uploads/2021/04/basmaa_start-at-the-source-site-design-guidance-manual_1999.pdf
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Your local municipality will also require that you prepare and submit a detailed 
Stormwater Facilities Operation and Maintenance Plan that sets forth a 
maintenance schedule for each of the treatment and flow-control facilities built on 
your site. An agreement assigning responsibility for maintenance and providing for 
inspections and certification may also be required. 

Details of these requirements, and instructions for preparing a Stormwater Facilities 
Operation and Maintenance Plan, are in Chapter 5. 

► REFERENCES AND RESOURCES: 

 Chapter 5 
 Model Stormwater Ordinance (CCCWP, 2013) 
 Model Operation and Maintenance Agreements  

Construction Plan C.3 Checklist 
When you submit construction plans for City review and approval, the plan checker 
will compare that submittal with your Stormwater Control Plan. By creating a 
Construction Plan C.3 Checklist for your project, you will facilitate the plan 
checker’s comparison and speed review of your project by completing the following 
steps: 

1. Create a table similar to Table 2-3 below. Number and list each measure 
or BMP you have specified in your Stormwater Control Plan in 
Columns 1 and 2 of the table. Leave Column 3 blank. Incorporate the 
table into your Stormwater Control Plan. 

2. When you submit construction plans, duplicate the table (by 
photocopy or electronically). Now fill in Column 3, identifying the plan 
sheets where the BMPs are shown. List all plan sheets on which the 
BMP appears. Submit the updated table with your construction plans. 

Note that the updated table—or Construction Plan C.3 Checklist—is only a 
reference tool to facilitate comparison of the construction plans to your Stormwater 
Control Plan. Local municipal staff can advise you regarding the process required 
to propose changes to the approved Stormwater Control Plan. 

TABLE 2-3. FORMAT FOR CONSTRUCTION PLAN C.3 CHECKLIST 
 

Stormwater Control Plan  
Page # BMP Description See Plan Sheet #s 

   

   

 

https://www.cccleanwater.org/userfiles/kcfinder/files/2013-03-05%20Stormwater%20Model%20Ordinance%20CCCWP%20MC%20Approved%20%283%29.pdf
https://www.cccleanwater.org/development-infrastructure/development/guidance-to-municipalities
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See Chapter 3 for details of IMP construction to be included in construction plans. 

Certification 
Your local municipality may require that your Stormwater Control Plan be certified 
by an architect, landscape architect, or civil engineer. See Appendix A.  

Your certification should state: “The selection, sizing, and preliminary design of 
stormwater treatment and other control measures in this plan meet the requirements 
of Regional Water Quality Control Board Order R2-2022-0018.” 

Stormwater Control Plan Report Sample Outline  
I.  Project Data (table) 

II.  Setting 

A.  Project Name, Location, Description 

B.  Existing Site Features and Conditions 

C.  Opportunities and Constraints for Stormwater Control 

III.  Low Impact Development Design Strategies 

A.  Optimization of site layout 

(1)  Limitation of development envelope 

(2)  Preservation of natural drainage features 

(3)  Setbacks from creeks, wetlands, and riparian habitats 

(4)  Minimization of imperviousness 

(5)  Use of drainage as a design element 

B.  Use of Permeable Pavements 

C.  Dispersal of Runoff to Pervious (Self-Retaining) Areas 

D.  Integrated Management Practices 

IV.  Documentation of Drainage Design 

A.  Description of each Drainage Management Area 

B.  Tabulation and Sizing Calculations 
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V.  Source Control Measures 

A.  Description of site activities and potential sources of pollutants 

B.  Table showing sources, permanent source controls, and operational 
source controls 

C.  Features, Materials, and Construction of Source Control BMPs 

VI.  Stormwater Facility Maintenance 

A.  Ownership and responsibility for maintenance in perpetuity 

(1)  Commitment to execute any necessary agreements and/or annex 
into a fee mechanism, per local requirements 

(2)  Statement accepting responsibility for operation and maintenance 
of facilities until that responsibility is formally transferred 

B.  Summary of maintenance requirements for each stormwater facility 

VII.  Construction Plan C.3 Checklist 

VIII.  Certifications 

Attachment: Stormwater Control Plan Exhibit 

Appendix: Compliance with Flow-Control (Hydrograph Modification) 
requirements  

Stormwater Control Plan Template 
A template with the above format and headings is available on the CCCWP website. 

Example Stormwater Control Plans 
Example Stormwater Control Plans are available on the CCCWP website. 
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Low Impact Development Site 
Design Guide  

Guidance for designing your site to include LID site  
drainage, stormwater treatment facilities, and HM facilities,  
and for documenting your site’s compliance 

ow Impact Development aims to mimic pre-development hydrology by 
directing runoff to natural landscape features throughout the 
development site that detain, disperse, infiltrate, and filter runoff.  

Contra Costa municipalities require—as a condition of development approval 
for Regulated Projects—installation of LID measures to treat the amount of 
runoff specified in MRP 3.0. 

Your Stormwater Control Plan must include an exhibit and calculations 
showing site drainage and proposed LID features and facilities to meet the 
criteria in this Guidebook. This will require that you delineate the entire site into 
DMAs, and for each DMA, characterize the square footage, surface type, and 
routing of the drainage. You will also need to show the locations, sizes, and 
types of proposed stormwater treatment and HM facilities.  

This may be accomplished in two steps: 

1. Analyze your project and identify and select options for meeting 
LID requirements and runoff treatment requirements as well as 
HM requirements, if they apply. See Development Review 
Checklist in Appendix E for direction on how to document 
stormwater controls for development practices. 

2. Design and document drainage for the whole site and document 
how that design meets this Guidebook’s stormwater treatment and 
HM criteria. HM applicability maps are available on CCCWP’s 
website. 

Chapter 

3 

L 

https://www.cccleanwater.org/development-infrastructure/development/
https://www.cccleanwater.org/development-infrastructure/development/
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For most projects, you will need to iterate these two steps to converge on a 
workable design that complements site conditions and project objectives. 

Before beginning your LID design, first determine which requirements apply 
to your site. See Chapter 1. Determine whether the 50% rule applies, and 
whether you will need to incorporate HM. The guidance in this chapter will 
enable you to size stormwater facilities (IMPs) for treatment-only or for 
treatment plus HM.  

Analyze Your Project for LID 
Conceptually, there are four LID strategies for managing runoff from roofs and 
paving: 

1. Optimize the site layout by preserving natural drainage features and 
designing buildings and circulation to minimize the amount of 
impervious surface.  

2. Use pervious surfaces such as turf, gravel, or pervious pavement, 
or use surfaces that retain rainfall, such as green roofs. 

3. Disperse runoff from impervious surfaces onto adjacent pervious 
surfaces (e.g., direct a roof downspout to disperse runoff onto a 
lawn).  

4. Drain impervious surfaces to engineered IMPs, which are typically 
bioretention facilities, sometimes augmented with additional 
storage. Other IMPs include flow-through planters and dry wells, 
which may be used in specific situations for hydromodification 
management. IMPs capture stormwater runoff and reduce 
downstream flows through a combination of evaporation and 
transpiration, percolation through engineered soils followed by 
attenuated release and/or infiltration to surrounding soils. 

With forethought in design, the four LID strategies can provide multiple, 
complementary benefits to your development. Pervious surfaces reduce 
heat island effects and temperature extremes. Landscaping improves air 
quality, creates a better place to live or work, and upgrades value for rental 
or sale. Retaining natural hydrology helps preserve and enhance the natural 
character of the area. LID drainage design can also conserve water and 
reduce the need for drainage infrastructure. 

A combination of two or more strategies may work best for your project. 
Table 3-1 on the following page includes ideas for applying LID strategies 
to site conditions and types of development. It may be useful as a starting 
point for thinking through application of the four strategies.  
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►  REFERENCES AND RESOURCES 

 Green Roofs for Stormwater Runoff Control (USEPA, 2009a) 
 Technical Guidance on Implementing the Stormwater Runoff Requirements for Federal Projects under Section 438 of 

the Energy Independence and Security Act. (USEPA, 2009b) 
 Porous Pavements (Ferguson, 2005) 
 Green Roof Minimum Specifications (BASMAA, 2011b)  
  

TABLE 3-1. IDEAS FOR RUNOFF MANAGEMENT 
 
 

Site Features/Issues 

Optimize 
Site 

Layout 

Pervious 
Pavement 

Green 
Roof 

Disperse 
Runoff to 
Landscape 

Bioretention 
Facility 

Flow-
through 
Planter 

Cistern + 
bioretention 

Bioretention + 
Vault Dry Well 

Clayey native soils          

Permeable native soils          

Very steep slopes          

Shallow depth to 
groundwater          

Roof drainage          

Parking lots          

Extensive landscaping          

Densely developed 
sites with limited 
space/landscape 

         

 
 

https://nepis.epa.gov/Exe/ZyNET.exe/P1003704.TXT?ZyActionD=ZyDocument&Client=EPA&Index=2006+Thru+2010&Docs=&Query=&Time=&EndTime=&SearchMethod=1&TocRestrict=n&Toc=&TocEntry=&QField=&QFieldYear=&QFieldMonth=&QFieldDay=&IntQFieldOp=0&ExtQFieldOp=0&XmlQuery=&File=D%3A%5Czyfiles%5CIndex%20Data%5C06thru10%5CTxt%5C00000007%5CP1003704.txt&User=ANONYMOUS&Password=anonymous&SortMethod=h%7C-&MaximumDocuments=1&FuzzyDegree=0&ImageQuality=r75g8/r75g8/x150y150g16/i425&Display=hpfr&DefSeekPage=x&SearchBack=ZyActionL&Back=ZyActionS&BackDesc=Results%20page&MaximumPages=1&ZyEntry=1&SeekPage=x&ZyPURL
https://www.epa.gov/sites/production/files/2015-08/documents/epa_swm_guidance.pdf
https://www.epa.gov/sites/production/files/2015-08/documents/epa_swm_guidance.pdf
http://www.cccleanwater.org/Publications/MRP_Submittals/Green_Roof.pdf
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The four strategies for LID design are described in more detail below.  

► OPTIMIZE THE SITE LAYOUT 

To minimize stormwater-related impacts, apply the following design principles 
to the layout of newly developed and redeveloped sites: 

 Define the development envelope and protected areas, identifying 
areas that are most suitable for development and areas that should 
be left undisturbed. 

 Set back development from creeks, wetlands, and riparian habitats.  

 Preserve significant trees.  

 Where possible, conform the site layout along natural landforms, 
avoid excessive grading and disturbance of vegetation and soils, and 
replicate the site’s natural drainage patterns.  

 Concentrate development on portions of the site with less 
permeable soils and preserve areas that can promote infiltration. 

 For all types of development, limit overall coverage of paving and 
roofs. This can be accomplished by designing compact, taller 
structures, narrower and shorter streets and sidewalks, smaller 
parking lots (fewer stalls, smaller stalls, and more efficient lanes), and 
indoor or underground parking. Examine site layout and circulation 
patterns and identify areas where landscaping can be substituted for 
pavement.  

 Use drainage as a design element. Use depressed landscape areas, 
vegetated buffers, and bioretention facilities as amenities and focal 
points within the site and landscape design. Bioretention facilities 
can be almost any shape.  

 Detain and retain runoff throughout the site. On flatter sites, it 
typically works best to intersperse landscaped areas and IMPs 
among the buildings and paving. On hillside sites, drainage from 
upper areas may be collected in conventional catch basins and piped 
to landscaped areas and IMPs in lower areas. Or use low retaining 
walls to create terraces that can accommodate IMPs. Wherever 
possible, direct drainage from landscaped areas off site and not to 
IMPs. 
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► USE PERVIOUS SURFACES 

Green roofs are one potential strategy for using pervious surfaces in LID 
design. Green roofs are growing in popularity and many have been built in the 
Bay Area in the last few years. Benefits include longer roof life, lower heating 
and cooling costs, and better sound insulation, in addition to air-quality and 
water-quality benefits. However, initial costs are higher than for conventional 
roofs, and green roofs may add to the complexity of permitting, financing, and 
insuring new buildings. For C.3 compliance purposes, green roofs are 
considered not to produce increased runoff or runoff pollutants (that is, any 
runoff from a green roof requires no further treatment or detention) if the 
media is sufficiently deep to store an inch of rainfall (typically, a 3-inch media 
depth is sufficient) and also supports long-term health of vegetation. Green 
roofs must be shown on site plans but may be excluded from 
hydromodification and water quality sizing calculations described later in this 
chapter.  

Other options for using pervious surfaces in LID design are permeable, or 
pervious, pavements and surface treatments. Inventory paved areas on your 
preliminary site plan and identify where permeable pavements, such as crushed 
aggregate, turf block, unit pavers, pervious concrete, or pervious asphalt could 
be substituted for impervious concrete or asphalt paving. In clay soils, pervious 
pavements require a deep base course for structural stability and may not be 
cost-effective when compared to conventional pavement with drainage to 
bioretention facilities. Installation of pervious pavement on slopes requires 
special design features. Depending on the site, the additional costs may be 
partially offset by reduced needs for drainage structures and for stormwater 
treatment and HM.  

► DISPERSE RUNOFF TO ADJACENT PERVIOUS AREAS 

Look for opportunities to direct runoff from impervious areas to adjacent 
landscaping (“self-retaining” or “zero-runoff” areas). The design, including 
slopes and soils, must reflect a reasonable expectation that an inch of rainfall 
will soak into the soil and produce no runoff. For example, a lawn or garden 
depressed 3 to 4 inches below surrounding walkways or driveways provides a 
simple but functional landscape design element.  

For sites subject to stormwater treatment requirements only a 2:1 maximum 
ratio of impervious to self-retaining area is acceptable. Dispersal is a particularly 
cost-effective strategy where HM requirements apply, but the impervious-to-
pervious ratio must be limited to 1:1. Be sure soils will drain adequately. See the 
criteria for runoff reduction measures in Chapter 4. See the description of self-
retaining areas later in this chapter.  
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► DIRECT RUNOFF TO BIORETENTION OR OTHER IMPS 

The CCCWP has developed design criteria (see Chapter 4) for the following 
IMPs: 

 Bioretention facilities, which can be configured to integrate with 
your landscape design. 

 Flow-through planters, which can be used on elevated plazas or 
other circumstances where infiltration to native soils is not possible. 

 Cistern + bioretention facilities, which use an upstream storage 
volume and metered flow to reduce the required square footage of 
a bioretention facility or flow-through planter. 

 Bioretention + vault facilities, which capture a volume downstream 
of bioretention and meter outflows.  

 Dry wells and other infiltration facilities, which can be used only 
where soils are permeable. See other restrictions in Appendix E. 

Table 3-4 on page 41 shows the conditions under which each IMP may be used.  

Finding the right location for bioretention or other facilities on your site 
involves a careful and creative integration of several factors: 

 Put bioretention facilities in high-visibility, well-trafficked areas and 
make them a focal point in the landscape.  

 If the property is being subdivided now or in the future, the facility 
should be in a common, accessible area. In subdivisions, it often 
works best to drain roofs and driveways to the street gutter and 
direct the gutter to one or more IMPs located within the common 
right-of-way. Avoid locating shared facilities on private residential 
lots.  

 Even if the facility will serve only one site owner or operator, make 
sure the facility is located for ready access by inspectors from the 
local municipality and the Contra Costa Mosquito and Vector 
Control District.  

 To make the most efficient use of the site and to maximize aesthetic 
value, integrate IMPs with site landscaping. Many local zoning 
codes require landscape setbacks or buffers or may specify that a 
minimum portion of the site be landscaped. It may be possible to 
locate some or all of your site’s treatment and HM facilities within 
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this same area, or within utility easements or other non-buildable 
areas.  

 The facility must be accessible to equipment needed for its 
maintenance. Bioretention facilities will typically need access for the 
same types of equipment used for landscape maintenance.   

 Where possible, design site drainage so only impervious roofs and 
pavement drain to IMPs. This yields a simpler, more efficient 
drainage design with smaller IMPs, which is especially important on 
projects where HM is required, and also helps protect IMPs from 
becoming clogged by sediment.  

 Place bioretention inlet elevations and the top of the engineered soil 
layer as high as possible (typically 6 to 12 inches below the 
surrounding ground surface elevation). Avoid walls and steep slopes 
adjacent to the bioretention soil surface. On flatter sites, keep 
drainage runs short and use surface drainage (sheet flow, valley 
gutters, or trench drains) to convey runoff from paved areas to the 
bioretention facility.  

 For effective, low-maintenance operation, locate facilities so 
drainage into and out of the device is by gravity flow. Because 
pumped systems require more energy, more maintenance, are risk 
untimely failure. Facilities with standing water can cause mosquito 
control problems and municipal reviewers may decline to approve 
them. 

 Bioretention facilities must be level all the way around, so that the 
entire soil surface is wetted. Linear bioretention facilities (swales) 
must be designed with their transverse sides at the same elevation. 
In the linear direction, slopes must be terraced or provided with 
check dams.  

 Bioretention facilities and other IMPs require excavations 3 or more 
feet deep, which can conflict with underground utilities. 

Bioretention facilities may not be combined with, located within, or integrated 
with facilities for detention of flood flows. Keep bioretention facilities and 
detention basins separate. See below for methods for evaluating the peak-
flow-mitigation benefit of LID features and facilities. To complete your 
analysis, include in your Stormwater Control Plan a brief narrative 
documenting the site layout and site design decisions you made. This will 
provide background and context for how your design meets the quantitative 
LID criteria. 
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► REFERENCES AND RESOURCES 

 Central Coast Low Impact Development Center 
 Start at the Source (BASMAA, 1999) 
 Urban Street Stormwater Guide (National Association of City Transportation Officials, 2017) 
 San Mateo Green Streets Guide (2009) 

Develop and Document Your LID Drainage Design 
The CCCWP’s design documentation procedure begins with careful 
delineation of pervious areas and impervious areas (including roofs) throughout 
the site. The procedure accounts for how runoff from each delineated DMA is 
managed. For areas draining to IMPs, the procedure ensures each IMP is 
appropriately sized.  

This procedure is intended to facilitate, not substitute for, creative interplay 
among site design, landscape design, and drainage design. Several iterations may 
be needed to optimize your drainage design as well as aesthetics, circulation, 
and use of available area for your site.  

The CCCWP uses two tools for appropriately sizing IMPs:  

1. For projects requiring HM, use the BAHM which is an HSPF-based, 
continuous simulation program that models stormwater runoff and the 
movement of water through IMPs using historical, local rainfall data, 
and hydraulic equations that mimic the function of different LID 
facilities. Please note, BAHM contains many proprietary and non-LID 
stormwater management approaches that are not consistent with 
CCCWP requirements. This chapter includes a crosswalk table that 
summarizes the BAHM model elements that can be used to evaluate 
CCCWP IMPs.  

2. For projects requiring only water quality treatment, use the IMP Sizing 
Calculator, which is software produced by the CCCWP to quicky and 
easily facilitate the iterative calculations needed to create an optimal site 
design. In addition to performing calculations, the IMP Sizing 
Calculator formats the results into a summary report that can be 
included with your project review submittal.  

The BAHM software and user manual is available from Clear Creek Solutions: 
https://www.clearcreeksolutions.info/bahm-download-page. If you are 
unfamiliar with BAHM’s usage as a design aid for HM projects, please consider 
attending training sessions in your area or online.  

The IMP Sizing Calculator is available, along with instructions for its use, on 
the CCCWP’s C.3 web page. Mean annual precipitation estimates can be found 

http://www.centralcoastlidi.org/
https://basmaa.org/wp-content/uploads/2021/04/basmaa_start-at-the-source-site-design-guidance-manual_1999.pdf
https://nacto.org/publication/urban-street-stormwater-guide/
https://www.flowstobay.org/documents/municipalities/sustainable%20streets/San%20Mateo%20Guidebook.pdf
https://www.clearcreeksolutions.info/bahm-download-page
https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook


C H A P T E R  3 :  L O W  I M P A C T  D E V E L O P M E N T  S I T E   
D E S I G N  G U I D E  

 

9th Edition  APRIL 12, 2024 35 

on Public Works Figure B-166, which is accessible from the CCCWP’s C.3 web 
page. 

The IMP calculator can be used to demonstrate compliance with requirements 
for: 

 Stormwater treatment, using: 

 Standard sizing (applies to most development projects), 

 Reduced sizing (may be used, with justification, for road 
reconstruction projects that follow requirements outlined in 
MRP 3.0 Provision C.3.b.ii (5)(c), or that are non-regulated 
projects under C.3.b),  

 Non-LID treatment (may be used only for qualifying projects, 
with demonstration of infeasibility of LID treatment). 

When using the calculator, be sure to read through 
the following instructions, as they include key 
information you will need for design. These 
procedures and formulas can be used to 
investigate, check, and verify calculations made 
with the IMP Sizing Calculator.  

► STEP 1: DELINEATE DMAS 

This is the key first step. You must divide the entire project area into 
individual, discrete DMAs. Typically, lines delineating DMAs follow grade 
breaks and roof ridge lines. The Exhibit, tables, text, and calculations in your 
Stormwater Control Plan will illustrate, describe, and account for runoff from 
each of these areas. 

► STEP 2: CLASSIFY DMAS AND DETERMINE RUNOFF FACTORS 

Next, determine how drainage from each DMA will be handled. Each DMA 
will be one of the following four types—based on the DMA’s drainage 
characteristics. 

1. Self-treating areas. 

2. Self-retaining areas (also called “zero-discharge” areas). 

3. Areas that drain to self-retaining areas. 

4. Areas that drain to IMPs. 

Rationale 
Pollutants in rainfall and windblown dust 
will tend to become entrained in the 
vegetation and soils of landscaped areas, 
so no additional treatment is needed. It is 
assumed the self-treating landscaped 
areas will produce runoff volumes and 
durations less than or equal to the pre-
project site condition. 

https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook
https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook
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For HM projects, runoff from self-treating areas and self-retaining areas does 
not require any further treatment or HM. Areas that drain to self-retaining areas 
or IMPs can be modeled directly in BAHM using the procedures described in 
the BAHM user manual. For water quality treatment projects, the IMP Sizing 
Calculator user guide describes how to model the four DMA types listed above.  

Except for pervious pavement installations greater than 3,000 ft2 in area, there 
is no requirement for operation and maintenance inspections. Additional 
information about each type of DMA drainage characteristic is included on the 
following pages. 

#1. Self-treating areas are landscaped or turf areas that do not drain to IMPs, 
but rather drain directly off site or to the storm drain system. Examples include 
upslope undeveloped areas that are ditched and drained around a development 
and grassed slopes that drain off site to an existing public street or storm drain. 
See Figure 3-1. Self-treating areas include no impervious areas, unless the 
impervious area is very small (5% or less) in relationship to the receiving 
pervious area, and slopes are gentle enough to ensure runoff from impervious 
areas will be absorbed into the vegetation and soil. 
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FIGURE 3-1.  SELF-TREATING AREAS are landscaped or turf areas that drain directly off site  

or to the storm drain system. 

 
#2. Self-retaining areas are designed to retain the first one inch of rainfall 
without producing any runoff. The technique works best on flat, heavily 
landscaped sites. It may be used on mild slopes if there is a reasonable 
expectation that a one-inch rainfall event would produce no runoff. See 
Figure 3-2. 

To create self-retaining turf and landscape areas in flat areas or on terraced 
slopes, berm the area or depress the grade into a concave cross-section so that 
these areas will retain the first inch of rainfall. Grade slopes, if any, toward the 
center of the pervious area. Inlets of area drains, if any, should be set 3 inches 
above the low point to allow ponding.  

Green roofs are considered self-retaining areas. 

Self-treating areas drain off site 

 

Plan 

Cross-Section Convey drainage from paved area  
to IMP (not shown) 

Drainage from self-treating 
area conveyed directly to 
storm drain 

Drainage from paved 
area is managed separately 
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Pervious pavement (e.g., crushed stone, pervious asphalt, or pervious concrete) 
is self-retaining if designed and constructed according to the criteria in Chapter 
4.  

#3. Areas draining to self-retaining areas. Runoff from impervious or 
partially pervious areas can be managed by routing it to self-retaining pervious 
areas. See Figure 3-3. For example, roof downspouts can be directed to lawns, 
and driveways can be sloped toward landscaped areas. The drainage from the 
impervious area must be directed to and dispersed within the pervious area. If 
HM requirements also apply, the self-retaining area and its tributary should be 
modeled using BAHM. For water quality treatment projects, the ratio of 
tributary area to self-retaining area cannot exceed 2 to 1.  

 

  

 

 
 
FIGURE 3-3.  AREAS DRAINING TO SELF-RETAINING AREAS.  
The maximum ratio is two parts impervious to one part impervious, or one-to-one if HM requirements apply. 

 
 

FIGURE 3-2.  SELF-RETAINING AREAS are depressed pervious areas that produce no runoff. 
 

Area draining to  
self-retaining area 

Self-retaining area 
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Designs with a larger impervious to self-retaining area ratio would be flagged 
with a warning in the IMP Sizing Calculator.  

Prolonged ponding is a potential problem at higher impervious/pervious ratios. 
In your design, ensure that the pervious area soils can handle the additional 
run-on and are sufficiently well-drained.  

 
If pervious pavement is designed and constructed to be self-retaining—that is, 
according to the criteria in Chapter 4—adjacent roofs or impervious pavement 
may drain onto the pervious pavement with the same maximum ratios. For HM 
projects, the tributary and permeable pavement should be modeled in BAHM 
using the permeable pavement material void spaces, gravel base, etc. Consult 
with a qualified engineer regarding infiltration rates, pavement stability, and 
suitability for the intended traffic, especially when considering draining 
impervious areas on to pervious pavement.  

A partially pervious area may be drained to a self-retaining area. For example, 
a driveway composed of unit pavers may drain to an adjacent lawn. In this case, 
the maximum ratios are, for treatment-only sites: 

 

 
 
FIGURE 3-3.  AREAS DRAINING TO SELF-RETAINING AREAS.  
The maximum ratio is two parts impervious to one part impervious, or one-to-one if HM requirements apply. 

Area draining to  
self-retaining area Self-retaining area 
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Equation 3-1 

(Runoff factor) x (tributary area) ≤ 2 x (self-retaining area)  

HM sites are to be modeled using BAHM.  

#4. Areas draining to IMPs are used to calculate the required size of the 
bioretention facility or other IMP. On densely developed sites—such as 
commercial and mixed-use developments and small-lot residential 
subdivisions—most DMAs will drain to IMPs.  

For HM projects, IMP dimensions will be computed in BAHM. For water 
quality treatment projects, the IMP Sizing Calculator computes IMP 
dimensions using established sizing factors (ratios of IMP area to impervious 
DMA area). Treatment-only IMPs are smaller and simpler in design. 

TABLE 3-2. RUNOFF FACTORS FOR EVALUATING  
DRAINAGE TO SELF-RETAINING AREAS FOR  
WATER QUALITY TREATMENT ONLY PROJECTS 
 

Surface  
Treatment 

only 

Conventional Roof 1.0 
Concrete or Asphalt 1.0 

Pervious Concrete 0.1 
Porous Asphalt 0.1 

Grouted Unit Pavers 1.0 
Solid Unit Pavers 0.2 

Crushed Aggregate 0.1 
Decomposed Granite* 0.1 

Turfblock 0.1 
Landscape 0.1 

Green Roof 0.1 
 
* with no binder, uncompacted 
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More than one drainage management area can drain to the same IMP. 
However, because the minimum IMP sizes are determined by ratio to drainage 
area size, one drainage area may not drain to more than one IMP. See Figure 3-
4. 

 

► STEP 3: TABULATE DRAINAGE MANAGEMENT AREAS 

 
Prepare a table of DMAs, using the format in Table 3-3, and include it in 
your Stormwater Control Plan. Proceed to Step 4 to check that the IMPs 
can be sized to fit your preliminary site plan. 

 

 
FIGURE 3-4. DELINEATE EACH SURFACE AS A SEPARATE DMA.  
(a) More than one DMA can drain to an IMP. (b) If another IMP is added, divide the DMAs as necessary so that 
each DMA drains to only one IMP. 

DMA-2 (Roof) 

DMA-1 (Landscape) 

DMA-2 (Roof) 

DMA-3 (Paving) 

IMP-A 

DMA-3 (Roof) 

DMA-1 (Landscape) 

DMA-4 
(Landscape) 

DMA-5 (Paving) 

IMP-A 

IMP-B 

(a) (b) 

TABLE 3-3. FORMAT FOR TABULATION OF DRAINAGE MANAGEMENT 
AREAS 

DMA Name DMA Type Description Area (square feet) 
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► STEP 4: SELECT AND LAY OUT IMPS ON SITE PLAN 
Select from the IMPs in Table 3-4. Note that flow-through planters may be 
used only on elevated plazas, adjacent to building foundations, and other 
locations where it is not feasible to allow the facility to infiltrate to underlying 
soil.  

Descriptions, illustrations, designs, and design criteria for the IMPs are in 
Chapter 4. Once you have laid out the IMPs, calculate the square footage you 
have set aside on your site plan for each IMP.  

► STEP 5: CALCULATE MINIMUM IMP AREA AND VOLUMES  

Most projects are for treatment only, and standard sizing criteria apply. The 
minimum IMP areas and volumes are determined by summing up the 
contributions of each tributary DMA and multiplying times the factors shown 
in Table 3-5. 

Note that the minimum areas are the wetted area and do not include side 
slopes. 

  

 

 

TABLE 3-4. IMP SELECTION 

 
Treatment Only Treatment +  

Flow Control 
Hydrologic Soil Group A B C/D A B C/D 

Bioretention       

Flow-through Planter       

Dry Well       

Cistern + Bioretention       

Bioretention + Vault       
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Tree-box-type high-flowrate biofilters and vault-based high-flowrate media 
filters may be used on portions of a project only for projects that meet the 
criteria on Non-LID Special Projects, as described later in this chapter, 
including a demonstration that it is infeasible to use LID to treat 100% of 
runoff. 

For treatment-and-HM, the minimum area and minimum storage volumes 
are to be calculated using the BAHM software. Please see the BAHM user 
manual for detailed modeling instructions. A worked example for a project 
requiring HM, using BAHM is provided in Appendix H. 

IMPs installed in C/D soils will require a flow control orifice to meet HM flow 
duration control performance criteria. The designer/modeler should size the 
flow control orifice so that its hydraulic capacity approximates one-tenth of the 
two-year pre-project flow rate (0.1Q2). This approach results in more efficient 
IMP sizing.  

The 0.1Q2 flow rate can be estimated from the BAHM summary report for 
pre-project conditions as part of the iterative design process. The orifice 
equation (Eqs. 3-18, 3-19) should then be used to determine an initial orifice 
diameter when conducting iterative BAHM simulations to optimize IMP sizing 
and achieve flow duration control. 

Equation 3-18  

 

Where:  
Cd is the orifice coefficient of 0.6 
H is the maximum saturated water level above the orifice in feet 
0.1Q2 is the pre-project flow rate determined in BAHM 

TABLE 3-5. MINIMUM IMP AREAS AND VOLUMES FOR TREATMENT ONLY 
 

Hydrologic Soil Group A B C D 
Bioretention Facility     
Area 0.04 0.04 0.04 0.04 
Flow-through Planter     
Area 0.04 0.04 0.04 0.04 
Dry Well (treatment only)     
Area 0.02 0.04 N/A N/A 
Volume 0.068 0.136 N/A N/A 
Area = ft2 of IMP footprint per ft2 of impervious tributary area (unitless) 
Volume = ft3 per ft2 of tributary area (ft.) 
Apply runoff factors from Table 3-2 for landscape or other pervious surfaces. 
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Equation 3-19 

 

Where the orifice area is expressed in feet.  

► STEP 6: DETERMINE IF IMP AREA AND VOLUME ARE ADEQUATE 

Sizing and configuring IMPs may be an iterative process. After computing the 
minimum IMP area using Steps 1 through 5, review the site plan to determine 
if the reserved IMP area is sufficient.   

If so, the planned IMPs will meet the Provision C.3 sizing requirements. If not, 
revise the plan accordingly. Revisions may include:  

 Reducing the overall imperviousness of the project site. 

 Changing the grading and drainage to redirect some runoff toward 
other IMPs which may have excess capacity. 

 Making tributary landscaped DMAs self-treating or self-retaining 
(may require changes to grading). 

 Expanding IMP surface area. 

 Using a different IMP. The cistern + bioretention and bioretention 
+ vault options were created to achieve HM in a smaller footprint 
than bioretention alone. Note these options are more costly and 
complex to build and operate. 

Revisions to square footage of an IMP typically require a corresponding 
revision to the square footage of the surrounding or adjacent DMA. 

► STEP 7: PRESENT IMP SIZING CALCULATIONS 

Review the output from the IMP Sizing Calculator. Coordinate and cross-check 
your presentation of DMAs and calculation of minimum IMP sizes with the 
Stormwater Control Plan Exhibit (labeled to show delineation of DMAs and 
locations of IMPs) and with your Stormwater Control Plan report, which 
should incorporate a brief description of each DMA and each IMP. 

Tabulate and sum the total area of all DMAs and IMPs listed and show it is 
equal to the total project area. This step will include adjusting the square footage 
of some DMAs to account for area used for IMPs. Note the minimum square 
footage for IMPs does not include the area of transitions or slopes adjacent 
to the IMP. 

π
AreaOrifice

inchesinDiameterOrifice
×

×=
4

12)(
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Integrating Your LID Design into Your Project 
Before completing your Stormwater Control Plan exhibit and report, perform 
another check to ensure your stormwater control design is fully coordinated 
with the site plan, grading plan, and landscaping plan being proposed for the 
site.  

Information submitted and presentations to design review committees, 
planning commissions, and other decision-making bodies must incorporate 
relevant aspects of the stormwater design. In particular, ensure: 

 Curb elevations, elevations, grade breaks, and other features of the 
drainage design are consistent with the delineation of DMAs. 

 The top edge of each bioretention facility is level all around its 
perimeter—this is particularly important in parking lot medians. 

 The resulting grading and drainage design is consistent with the 
design for parking and circulation. 

 Bioretention facilities and other IMPs do not create conflicts with 
pedestrian access between parking and building entrances. 

 Vaults and utility boxes will be accommodated outside bioretention 
facilities and will not be placed within bioretention facilities. 

 The visual impact of stormwater facilities, including planter boxes at 
building foundations and any terracing or retaining walls required 
for the stormwater control design, is shown in renderings and other 
architectural drawings.  

 Landscaping plans, including planting plans, show locations of 
bioretention facilities, and the plant requirements are consistent with 
the engineered soils and conditions in the bioretention facilities. 

 Renderings and representation of street views incorporate any 
stormwater facilities located in street-side buffers and setbacks. 

 Any potential conflicts with local development standards have been 
identified and resolved. 

Review Chapter 4 to anticipate additional requirements for design and 
construction of IMPs.  
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Reduced Bioretention Sizing  
Bioretention facilities for treatment only must be sized so that the area of 
engineered soil mix that is flooded at the point of overflow is a minimum 4% 
of tributary equivalent impervious area. See Tables 3-2 and 3-5 and the 
accompanying instructions. 

Reduced sizing (less than 4% of tributary equivalent impervious area) can only 
be used for road reconstruction projects that follow requirements outlined in 
MRP 3.0 Provision C.3.b.ii (5)(c), or that are non-regulated projects under 
C.3.b. For further detail on applicability of reduced bioretention sizing, visit 
https://www.cccleanwater.org/development-infrastructure/green-
infrastructure/resources. All facilities must be at least as large as the minimum 
sizes determined by the following equation: 

Sizing Factor = 0.00060 × MAP + 0.0086 

where MAP = Mean Annual Precipitation in inches, per Contra Costa County 
Public Works Figure B-166, which can be found on the CCCWP web page. 

It should be noted, however, the reduced sizing factor calculation for 
bioretention facilities may not satisfy full trash capture. 

Bioretention Facility Characteristics. The facility must conform to all 
Guidebook design and construction criteria, including the following: 

 Each layer of the facility must be level throughout, and construction 
drawings must show elevations for facility rim, overflow grate, top 
of soil layer (TSL), top of gravel layer (TGL), and bottom of gravel 
layer (BGL).  

 Facilities must be inspected at each stage of construction. 

See details in Appendix F for further designer guidance. 

Non-LID Treatment  
LID has been found to be feasible for nearly all development sites. If you 
believe LID design may be infeasible for part of or your entire development 
site, you should consult with municipal staff and seek additional technical 
assistance for incorporating LID into your site before considering non-LID 
options. 

► SPECIAL PROJECTS 

“Special Projects” that meet the criteria in Provision C.3.e.ii may be subject to 
local staff review and approval and subject to a demonstration that it is 

4% or Smaller? 
Appendix E includes technical 

background and a policy 
rationale for Contra Costa 

municipalities’ treatment-only 
sizing criteria.  

https://www.cccleanwater.org/development-infrastructure/green-infrastructure/resources
https://www.cccleanwater.org/development-infrastructure/green-infrastructure/resources
https://www.contracosta.ca.gov/DocumentCenter/View/770/CCCo-Isohyet-Map-Low-Color-PDF?bidId=
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infeasible to use LID to treat 100% of runoff, use the following non-LID 
treatment systems for up to the specified proportion of the total impervious 
area on the site: 

 Tree-box-type high-flowrate biofilters. 

 Vault-based high-flowrate media filters. 

Special projects fall into three categories. Category A special projects must: 

 create or replace one half acre or less of impervious surface area;  

 be built as part of a stated objective to preserve or enhance 
pedestrian oriented urban design;  

 be located in the central business district, downtown core, 
neighborhood business district or historic preservation site or 
district;  

 include no surface parking except incidental surface parking for 
emergency vehicles, Americans with Disabilities Act (ADA) access, 
and loading areas;  

 and have at least 85% coverage for the project site by permanent 
structures.  

Category B special projects must: 

 create or replace between one half acre and 2 acres of impervious 
surface area  

 be built as part of a stated objective to preserve or enhance 
pedestrian oriented urban design;  

 be located in the central business district, downtown core, 
neighborhood business district or historic preservation site or 
district;  

 include no surface parking except incidental surface parking for 
emergency vehicles, ADA access, and loading areas;  

 and have at least 85% coverage for the project site by permanent 
structures.  
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Category C affordable housing projects must: 

 be primarily a residential development project 

 achieve at least a gross density of 40 dwelling units per acre 

 be preserved housing with deed restrictions running at least 55 years 
with rent/mortgage rates (including utilities) no greater than 30% of 
the area median household income (AMI) limits adjusted for 
household size based on the maximum percentage of AMI for each 
income category as defined by the Federal Department of Housing 
and Urban Development for affordable housing in metropolitan 
areas as follows:  

 Acutely low household income is 0-15% of AMI 

 Extremely low household income is 16-30% AMI 

 Very low household income is 31-50% AMI 

 Low household income is 51-80% AMI 

 Moderate household income is 80-120% AMI 

A calculation worksheet to aid in Special Projects calculations is provided 
as part of the Development Review checklist (Appendix G). 

► ALTERNATIVE TREATMENT SYSTEMS 

Alternative treatment is an option provided in the Amendment of Order No. 
R2-2022-0018 to NPDES Permit No. CAS61200. However, a regional 
guidance document needs to be prepared before alternative treatment can be 
used. This document effort will likely be led by the Bay Area Municipal 
Stormwater Collaborative.  

The Regional Guidance Document to facilitate compliance with 
Demonstration of Technical Infeasibility and Demonstration of 
Commensurate Benefit, once finalized, is to be submitted to the Water Board 
for Executive Officer approval. The Regional Guidance Document must be 
submitted on or before the deadline described in Provision C.3.c.i.(2)(c)(iii)f.2. 
If the Executive Officer determines that Regional Guidance Document is 
sufficiently detailed to enable review of demonstrations of technical infeasibility 
and commensurate benefits, the Executive Officer may approve demonstration 
of technical infeasibility and commensurate benefit through the Regional 
Guidance Document in lieu of approving both separately. Once the guidance 
document is developed and approved, further guidance for the use of 



C H A P T E R  3 :  L O W  I M P A C T  D E V E L O P M E N T  S I T E   
D E S I G N  G U I D E  

 

9th Edition  APRIL 12, 2024 49 

alternative treatment to comply with C.3.d will be provided in a future update 
to this guidebook. 

► TECHNICAL CRITERIA FOR NON-LID FACILITIES 

General: 

 Water quality treatment IMPs must have a treatment throughput 
rate that is sufficient to fully treat stormwater runoff generated by a 
continuous rainfall intensity of 0.2 inches per hour. 

 Landscape and non-impervious surfaces should be self-treating or 
self-retaining and should not drain to treatment facilities, if feasible.  

 Use the runoff factors in Table 3-2.  

 The applicant’s Stormwater Control Plan must include as an 
attachment a letter from the manufacturer stating the manufacturer 
has reviewed the Stormwater Control Plan, and the proposed device 
meets these technical criteria.  Check with your local municipality 
for warranty requirements. 

 If the project will include non-LID treatment measures, select a 
treatment measure certified for “Basic” General Use Level 
Designation (GULD) by the Washington State Department of 
Ecology’s TAPE. 

High-Flowrate Tree-Box-Type Biofilters: 

 Maximum design surface loading rate of 50 inches per hour. 

 Precast concrete construction. 

 Inlet design to capture flows at least up to the maximum design 
surface loading rate and to bypass high flows. 

 Minimum media depth of 1.8 feet (may be reduced, but maintaining 
the same media volume, if required because of inadequate head to 
discharge point). 

 Media and facility configuration supports a healthy tree or other 
vegetation. 

Vault-Based High-Flowrate Media Filters: 

 Replaceable cartridge filters. 
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 Maximum design filter surface loading rate of 1 gallon per minute 
per square foot (gpm/ft2)  

 Storage volume detains runoff and allows settling of coarse solids 
prior to filtration. 

 Flow through the cartridge filters is controlled by an orifice or other 
device so that the design surface loading rate is not exceeded. 

► EXAMPLE CALCULATIONS:  

Given a project with the following DMAs draining to a non-LID facility: 
 
DMA 1: 2,050 ft2 roof, runoff factor 1.0 
DMA 2: 3,035 ft2 asphalt, runoff factor 1.0 
DMA 3: 250 ft2 solid unit pavers set in sand, runoff factor 0.2 (per Table 3-2) 
 
Equivalent Impervious Area  

= (2,050 ft2 + 3,035 ft2) × 1.0 + (250 ft2 × 0.2) = 5,135 ft2 

 
High-Flowrate Tree-Box-Type Biofilter: 

Sizing factor  
= [rainfall rate (in/hr)] / [media infiltration rate (in/hr)] 
= [0.2 in/hr] / [50 in/hr]  
= 0.004 

 
Minimum biofilter surface area  

= [equivalent impervious area (ft2)] x [sizing factor] 
= [5,135 ft2] x [0.004]  
= 21 ft2 

 
Vault-Based High-Flowrate Media Filter: 

Design flowrate (in gallons per minute) 
= [equivalent impervious area (ft2)] x [rainfall rate (in/hr)] 
= [5135 ft2] x [0.2 in/hr] x [1 ft/12 in] x [1 hr/60 min] x [7.48 gal/ft3]  
= 10.7 gallons per minute (gpm) 

 
Obtain the cartridge capacity directly from the manufacturer. For this example, 
assume:  

Cartridge capacity = 4 gpm per cartridge 
 
Number of cartridges required (round up to whole number) 

= [design flow rate (gpm)] / [cartridge capacity (gpm per cartridge)]  
= [10.7 gpm] / [4 gpm/cartridge] 
= 3 cartridges 
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If flow-control (HM) requirements apply, also review the options for 
compliance in Chapter 1. Then consult with municipal staff before preparing 
an alternative design for stormwater treatment and HM.  

► DEMONSTRATION OF INFEASIBILITY IS REQUIRED 

To obtain approval to use any non-LID treatment systems, the applicant must 
demonstrate, to the satisfaction of the municipal reviewer, that it is infeasible 
to treat runoff from the same area using bioretention facilities, either sized to 
4% of tributary equivalent impervious area, or as may be justifiable for the site 
and for specific DMAs, reduced bioretention sizing (see preceding section).  

For all non-LID designs, the applicant must submit a complete Stormwater 
Control Plan, including an exhibit showing the entire site divided into discrete 
Drainage Management Areas, and text and tables showing how drainage is 
routed from each DMA to a treatment facility.  

In addition, to establish the infeasibility of implementing LID on the entire 

site, include in the Stormwater Control Plan an explanation of how routing of 
drainage has been optimized so that as much runoff as possible goes to LID 
features and facilities (if any). For DMAs draining to tree-box-type high-flow-
rate biofilters and/or high-flow-rate media filters, briefly describe all project 
areas not covered by buildings. Note the uses of all impervious paved areas and 
why LID treatment is precluded for these areas. 

For any landscaped areas, note and briefly describe the following technical 
constraints as applicable: 

 Inadequate size to accommodate bioretention facilities that meet 
sizing requirements for the tributary area. 

 Slopes too steep to terrace. 

 Environmental constraints (for example, landscaped area is within a 
riparian corridor and applicable regulations prohibit bioretention 
facilities within that corridor). 

 High groundwater (within 2 feet of ground surface) or shallow 
bedrock. 

 Conflict with subsurface utilities. 

 Cap over polluted soil or groundwater. 

 Lack of head or routing path to route runoff to the landscaped area 
or from a bioretention underdrain to the municipal storm drain.  
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 Other conflicts, including required uses that preclude use for 
stormwater treatment (describe in detail). 

Also include in your Stormwater Control Plan a narrative discussion of 
infeasibility of offsite treatment: 

 Describe whether the project proponent owns or otherwise controls 
land within the same watershed of the project that can accommodate 
in perpetuity offsite bioretention facilities adequately sized to treat 
the runoff volume of the primary project.  

 Identify any regional LID stormwater mitigation programs available 
to the project for in-lieu C.3 compliance.   

A worked example for a project requiring HM, using BAHM is provided 
in Appendix H. 

► REFERENCES AND RESOURCES 

 Municipal Regional Permit Provision C.3.e. 
 Special Projects Proposal (BASMAA, 2010) 

Crosswalk Summary of CCCWP IMPs and 
BAHM Model Elements 
TABLE 3-6. BAHM TERMINOLOGY AND CROSS REFERENCE TABLE 
 

BAHM 
Term 

Definition Countywide 
Program Guidance 

Term 

Additional 
Countywide 

Program Guidance 
Basin The project drainage area 

or the area that drains to a 
treatment measure or 
hydromodification 
management (HM) facility 

Drainage 
Management Area 
(DMA) 

 

Pond Surface storage facility 
(either with a trapezoidal 
or irregularly shaped top 
edge) with an outlet 
structure to control 
outflow to meet HM 
standards; can allow 
infiltration 

• Detention basin 
• Self-retaining area 

(represented by 
shallow pond) 

• Detention Basin is 
not an LID 
treatment option 
(except when used 
to represent a self-
retaining area) 

• Detention Basin is 
not an HM option 
allowed by 
CCCWP 

http://www.waterboards.ca.gov/sanfranciscobay/water_issues/programs/stormwater/Municipal/R2-2015-0049.pdf
http://www.waterboards.ca.gov/sanfranciscobay/water_issues/programs/stormwater/MRP/12-2010/Special_ProjectsProposal_LID_Treatment_Reduction.pdf
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BAHM 
Term 

Definition Countywide 
Program Guidance 

Term 

Additional 
Countywide 

Program Guidance 
Vault Below-ground, rectangular 

storage facility with an 
outlet structure to control 
outflow to meet HM 
standards; can allow 
infiltration 

Storage vault  

Tank Below-ground storage 
facility, represented by a 
cylinder placed on its side 
(either circular or an 
arched half-cylinder with 
open bottom) with an 
outlet structure to control 
outflow to meet HM 
standards; can allow 
infiltration 

• Large diameter 
pipe (circular tank) 

• Subsurface 
infiltration system 
(arched half-
cylinder) 

 

BMP Best management 
practice for treatment 
and/or HM control 

• IMP (CCCWP) 
• Stormwater 

Treatment or 
HM Control 
Measure 
(SCVURPPP) 

 

Bioretention Landscaped treatment 
system with sloped 
sides using 
biotreatment soil 
underlain by gravel, 
with optional 
underdrain, allowing 
infiltration 

Bioretention Select “BAHM5” 
as the top layer to 
represent 
approved Bay 
Area bio-
treatment soil mix 

In-Ground 
Infiltration 
Planter 

Bioretention facility 
with vertical sides and 
an open bottom 
allowing infiltration to 
native soil and optional 
underdrain 

• Bioretention 
(CCCWP) 

• Bioinfiltration 
• Flow-through 

planter 

Select “BAHM5” 
as the top layer to 
represent 
approved Bay 
Area bio-
treatment soil mix 

Flow-
Through 
Planter 

Bioretention facility 
with vertical sides, solid 
bottom, and 
underdrain; no 
infiltration allowed 

• Biotreatment 
• Flow-through 

planter 
(CCCWP) 

Select “BAHM5” 
as the top layer to 
represent 
approved Bay 
Area bio-
treatment soil mix 
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BAHM 
Term 

Definition Countywide 
Program Guidance 

Term 

Additional 
Countywide 

Program Guidance 
Permeable 
Pavement 

Surface layer of porous 
asphalt, porous 
concrete, concrete 
pavers, or grid 
pavement underlain by 
one or two subgrade 
layers of gravel or sand 

Permeable, 
pervious, or 
porous pavement 

 

Gravel 
Trench 

Gravel-filled trench 
allowing infiltration into 
native soil (may include 
underdrain) 

Infiltration trench 
with underdrain 

 

Infiltration 
Trench 

A gravel-filled trench 
with no underdrain (all 
water must infiltrate 
into native soil) 

Infiltration trench 
with no underdrain 

Underdrain 
generally 
recommended 
(i.e., use gravel 
trench) 

Dry well In-ground Infiltration 
Planter, Infiltration 
Trench or Gravel 
Trench with no 
underdrain (all water 
must infiltrate into 
native soil) 

Dry well  

Infiltration 
Basin 

Trapezoidal “pond” 
that can infiltrate stored 
water into native soil at 
a specified rate 

Infiltration basin Not an HM 
option allowed by 
CCCWP 

Dispersion Method of allowing an 
impervious “lateral” 
basin to flow onto a 
pervious “lateral” basin 
which infiltrates some 
of the runoff before 
routing the rest to an 
HM control facility 

One way of 
representing a self-
retaining area 

 

Green Roof Roof area covered with 
vegetation and soil 
media (drainage 
through media is 
represented as 
“groundwater” that 
contributes to the total 
runoff) 

Green roof  
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1. Self-Treating Areas 

2. Self-Retaining Areas 

3. Areas Draining to Self-Retaining Areas 

 
Runoff-reduction site-design measures are the most effective 
and least expensive way to implement LID. 

 Manage drainage from pervious landscaped areas separately, 
so that it doesn’t run on to adjacent pavement. 

 Further reduce runoff by dispersing runoff from impervious 
roofs and pavement to landscaped areas. 

To incorporate these features into your project, delineate and 
classify the Drainage Management Areas (DMAs) appropriately 
on your Stormwater Control Plan Exhibit. See page 35. 

Follow the criteria below in your Exhibit and grading and drainage 
plan. 

Note:  Runoff from drainage management areas that do not meet the 
criteria for self-treating areas, self-retaining areas, or areas draining 
to self-retaining areas must be directed to bioretention facilities or 
other IMPs. 

1. Self-Treating Areas 

Self-treating drainage management areas are natural, landscaped, or 
turf areas that drain directly off site or to the storm drain system. 
Examples include upslope undeveloped areas from which runoff is 
piped or ditched and drained around a development and grassed 
slopes that drain offsite to a street gutter. Self-treating areas must not 
drain on to adjacent paved areas within the project. 

Drainage from self-treating areas must flow to off-site streets or 
storm drains without flowing on to paved areas within the project. 
Lawn or landscaped areas adjacent to streets can be considered self-
treating areas. Pavement within a self-treating area must not exceed 
5% of the total area. 

 

 

Runoff Reduction Measures 
 

► Best Uses 

 Sites with extensive 
landscaping 
 

► Advantages 

 Low cost 
 No maintenance 

verification 
requirement 

 Complements site 
landscaping 
 

► Limitations 

 Requires substantial 
square footage 

 Grading 
requirements must 
be coordinated with 
landscape design 

 
Stormwater C.3 

Guidebook 
www.cccleanwater.org 
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Criteria for Self-Treating Areas 

 Runoff from the self-treating area does not enter an IMP or another drainage 
management area, but goes directly offsite or to the storm drain system. 

 The self-treating area is at least 95% lawn or landscaping (not more than 5% 
impervious). 

 Re-graded or re-landscaped areas have amended soils, vegetation, and irrigation as may 
be required to maintain soil stability and permeability. 

 

2. Self-Retaining Areas 

Where a landscaped area is upslope from or surrounded by paved areas, a 
self-retaining drainage management area (also called a zero-discharge area) 
may be created. Self-retaining areas are designed to retain the first one inch 
of rainfall without producing any runoff. The technique works best on flat, 
heavily landscaped sites. It may be used on mild slopes if there is a 
reasonable expectation that the first inch of rainfall would produce no 
runoff. 

Self-treating areas drain off-site 

Cross-Section 

Drainage from self-treating  
area conveyed directly to  
storm drain Convey drainage from paved area  

to IMP (not shown) 

Plan 

Drainage from paved  
area is managed separately 
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To create self-retaining turf and landscape areas in flat areas 
or on terraced slopes, berm the area or depress the grade into 
a concave cross-section so that these areas will retain the first 
inch of rainfall. 

Self-retaining areas can also be created by depressing lawn and 
landscape below surrounding sidewalks and plazas. Leave 
enough reveal (elevation difference) to accommodate buildup 
of turf or mulch. 

 

► Criteria for Self-Retaining Areas 

 Area is bermed all the way around or graded concave. 

 Slopes do not exceed 4%. 

 Entire area is lawn, landscaping, or pervious pavement (see criteria for 
pervious pavement). 

 Area has amended soils, vegetation, and irrigation as may be required to 
maintain soil stability and permeability. 

 Any area drain inlets are at least 3 inches above surrounding grade. 

 Overflow (which may occur during high-intensity events) is conveyed safely. 
 
 

 

 

 

Slope terraced to create a  
self-retaining area 

Lawn depressed to create a  
self-retaining area 
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3. Areas draining to self-retaining areas 

Drainage from roofs and paving can be directed to self-retaining drainage 
management areas and allowed to infiltrate into the soil. The maximum 
ratios are: 

The 
self-

retaining area must be bermed or depressed to retain an inch of rainfall 
including the flow from the tributary impervious area. Inlets of area drains, 
if any, should be set 3 inches above the low point to allow ponding. Self-
retaining areas should be designed to promote even distribution of ponded 
runoff over the area. 

Runoff from walkways or driveways in parks and park-like areas can sheet-
flow to self-retaining areas. Roof leaders can be connected to self-retaining 
areas by piping beneath plazas and walkways. If necessary, a “bubble-up” 
can be used. 

 

 
 

 

 

 

 

 

 

 

► CRITERIA FOR AREAS DRAINING TO SELF-RETAINING AREAS 

 Ratio of tributary impervious area to self-retaining area is not greater than 2:1 (1:1 if 
flow-control requirements apply). 

 Roof leaders collect runoff and route it to the self-retaining area. 

 Paved areas are sloped so drainage is routed to the self-retaining area. 

 If runoff is concentrated where it enters the self-retaining area, there are appropriate 
measures to protect against erosion and promote flow across the self-retaining area.

 

 

Site requirement Maximum allowable ratio 

Treatment only 2 parts impervious: 1 pervious 

Treatment and flow-control 1 part impervious: 1 pervious 

A roof leader extends to a bubble-up to 
convey roof runoff to a self-retaining area. 

Roof runoff is directed to an adjacent 
self-retaining landscaped area. 

Area draining to  
self-retaining area 

Self-retaining area 
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Pervious Pavements 
 

Impervious roadways, driveways, and parking lots account for 
much of the hydrologic impact of land development. Pervious 
pavements allow rainfall to collect in a gravel or sand base 
course and infiltrate into native soil instead of creating runoff. 

Pervious pavements are often costly to build and maintain 
when compared to conventional pavement draining to 
bioretention facilities. However, in some applications the 
aesthetic or practical benefits of a flat surface unbroken by 
drainage structures may be worth the additional cost. 

 
Stormwater C.3 

Guidebook 
www.cccleanwater.org 

► Best Uses 

 Flat areas 
(< 2% slope) 

 Areas with 
competent, 
permeable native 
soils 

 Low-traffic areas 
 Where aesthetic 

quality can justify 
higher cost 

► Advantages 

 No maintenance 
verification 
requirement for 
installations 
< 3000 square feet 

 Surface treatments 
can complement 
landscape design 

► Limitations 

 Initial cost 
 Placement requires 

specially trained 
crews 

 Geotechnical 
concerns, especially 
in clay soils 

 Concerns about 
pavement strength 
and surface integrity 



C O N T R A  C O S T A  C L E A N  W A T E R  P R O G R A M  

 

9th Edition  APRIL 12, 2024 60 

Pervious pavements are not treatment facilities. However, 
they may be configured as self-retaining areas. In specific, 
limited circumstances, pervious pavements configured as self-
retaining areas may receive some runoff from roofs or 
conventional pavement—if it can be shown that the required 
amount of runoff, as well as rain falling on the pervious 
pavement, will infiltrate into the underlying soil. 

Solid unit pavers—such as bricks, stone blocks, or precast 
concrete shapes—are considered to reduce runoff compared 
to impervious pavement, when the unit pavers are set in sand 
or gravel with 3/8-inch gaps between the pavers. Joints must 
be filled with an open-graded aggregate free of fines. 

If pervious pavement areas drain to Integrated Management 
Practices (IMPs), use the runoff factors in Table 3-2 when 
sizing the IMPs. 

► DETAILS 

Permeable pavements can be used in clay soils; however, 
special design considerations, including an increased depth of 
base course, typically apply and will increase the cost of this 
option. Geotechnical fabric between the base course and 
underlying clay soil is recommended. 

Permeable pavements are best used on grades from flat to 
approximately 2%. Installations on steeper grades, particularly 
on clay soils, require cut-off trenches lateral to the slope—to 
intercept, store, and infiltrate drainage from the base course. 

Pavement strength and durability typically determines the 
required depth of base course. If underdrains are used, the 
outlet elevation must be a minimum of 3 inches above the 
bottom elevation of the base course. 

Pervious concrete and porous asphalt must be installed by 
crews with special training and tools. Industry associations 
maintain lists of qualified contractors. 

Parking lots with crushed aggregate or unit pavers may require 
signs or bollards to organize parking. 
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► CRITERIA FOR PERVIOUS PAVEMENTS 

 Installation is flat or < 2% grade. 
 No erodible areas drain on to pavement. 

 Subgrade is uniform and slopes are not so steep that subgrade is prone 
to erosion. Compaction is minimal. 

 Reservoir base course is of open-graded crushed stone. Base depth is 
adequate to retain rainfall and support design loads. 

 If a subdrain is provided, outlet elevation is a minimum of 3 inches 
above highest point of bottom of base course. 

 Rigid edge is provided to retain granular pavements and unit pavers. 

 Solid unit pavers, if used, are set in sand or gravel with minimum  
3/8-inch gaps between the pavers. Joints are filled with an open-
graded aggregate free of fines. 

 17TPermeable concrete and porous asphalt, if used, are installed by 
qualified professionals according to vendor’s recommendations. 

 Selection and location of pavements incorporates Americans with 
Disabilities Act requirements, site aesthetics, and uses. 

 Pavement design and/or grading design incorporates management of 
design flows to avoid local flooding (typically a 10-year storm). 

 

► RESOURCES 

National Ready Mix Concrete Association 
http://www.perviouspavement.org/. 

National Asphalt Pavement Association 
www.asphaltpavement.org.. 

Interlocking Concrete Pavement Institute 
http://www.icpi.org/. 

TYPICAL CONFIGURATION for a pervious pavement. The base course is a minimum  
3-inch depth for runoff retention. A deeper base course is typically required for pavement stability. 

 
 

 

 
 

 

 

 

http://www.perviouspavement.org/
http://www.asphaltpavement.org/
http://www.icpi.org/
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Start at the Source Design Manual for Water Quality Protection, 
pp. 47-53. http://www.cccleanwater.org/c3-resources.html. 

Porous Pavements, by Bruce K. Ferguson. 2005. ISBN 0-8493-
2670-2. 

Caltrans. 2013. Pervious Pavement Design Guidance.  
http://www.dot.ca.gov/hq/oppd/stormwtr/bmp/DG-
Pervious-Pvm_082114.pdf. 

 

http://www.cccleanwater.org/Publications/StartAtTheSource/toc_testimonials_howtousebook.pdf
https://www.uni-groupusa.org/PDF/Caltrans%20DG-Pervious-Pvm_102913.pdf
https://www.uni-groupusa.org/PDF/Caltrans%20DG-Pervious-Pvm_102913.pdf
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Bioretention Facilities 
 

Bioretention facilities capture runoff in a shallow reservoir on 
the soil surface, then filter the runoff through plant roots and 
a biologically active soil mix. The treated runoff then trickles 
into a subsurface gravel layer. Runoff is held in the gravel layer 
until it infiltrates it into the ground. If the entire gravel layer 
becomes saturated, an underdrain conveys excess treated 
runoff to a storm drain or to surface drainage. 

► Best Uses 

 Commercial areas 
 Residential 

subdivisions 
 Industrial facilities 
 Roadways 
 Parking lots 
 Fit in setbacks, 

medians, and other 
landscaped areas 

► Advantages 

 Can be any shape 
 Low maintenance 

► Limitations 

 Require 4%-15% of 
tributary impervious 
square footage 

 Typically require 
3-4 feet of head 

 Irrigation may be 
required 

 

Bioretention facilities can be rectangular, linear, or nearly any shape. 
Photo by Scott Wikstrom 

 

 
Stormwater C.3 

Guidebook 
www.cccleanwater.org 

inflow overflow 

to storm drain 

Class 2 permeable  
gravel 

sand/compost mix 

perforated pipe 
underdrain 
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LAYOUT AND SITE DRAINAGE  

See the guidance on page 32-33 regarding how to incorporate 
bioretention facilities into your site. Also see “Integrating Your LID 
Design into Your Project” on page 49, and ideas on applications and 
ancillary uses on page 73. Place bioretention facilities in visible, well-
trafficked areas and make them a focal point in the landscape. 

 On flatter sites, use surface drainage, rather than underground pipes, 
to convey runoff to the bioretention facility inlets. The top of soil 
elevation should be as high as possible—typically 6 to 12 inches below 
surrounding grade. 

 Where possible, design site drainage so only impervious roofs and 
pavement drain to the bioretention facility. Avoid high walls or steep 
slopes adjacent to bioretention facilities. Avoid side slopes within 
bioretention areas as much as possible. The bioretention soil mix will 
tend to rill even on very mild slopes (>8:1). 

 Integrate bioretention facilities with the landscape design. 

 Make the bioretention facilities level around their perimeter. 

 Where possible, grade tributary paved areas to sheet flow runoff and 
disperse it among curb cuts, rather than concentrating flow at one inlet 
location. 

 Place each facility in a common, accessible area. Avoid locating 
facilities on private residential lots. 

► DIMENSIONS  

For development projects subject only to runoff treatment 
requirements, the following minimum dimensions apply. 

Parameter Criterion 

Surface reservoir mean depth 6-inch minimum 

Soil mix surface area 0.04 × equivalent tributary 
impervious area (or per reduced 
sizing if applicable, see p. 50. 

Soil mix depth 18-inch minimum 

Gravel layer 12-inch minimum Class 2 
permeable 

Underdrain discharge At top of gravel layer 
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Where flow-control requirements also apply, the 
bioretention facility must be designed to meet the 
minimum surface area (A), surface volume (V1), and 
subsurface volume (V2) using Equation 3-3 and the 
sizing factors and equations in Tables 3-6 and 3-7. 

Use the IMP Sizing Calculator for sizing and to show 
calculations. 

Surface storage and overflow. In treatment-and-
flow-control facilities, the overflow elevation must be 
set to achieve the minimum surface storage volume 
calculated using Equation 3-3 and the V1 sizing factor. 
The V1 volume is based on the required area times a 
12-inch depth, but the designer can also meet V1 
volume by a larger than required area and reducing 
depth. 

Minimum subsurface volume. For treatment-and-
flow-control facilities the minimum subsurface 
volume V2 specified in Table 3-6 is the void space, not 
the entire volume of gravel. Where the native soils are 
Hydrologic Soil Group C or D, V2 may be achieved 
by a 30-inch deep layer of gravel of 40% porosity, 
extending under the minimum footprint “A”. Note 
that if the facility area is increased, the required depth 
to achieve the same volume is correspondingly 
decreased. 

If desired, voids created by buried structures such as 
pipes or arches, may be substituted, as long as the 
voids are hydraulically interconnected and the 
minimum subsurface volume calculated by Equation 
3-3 is achieved. 

► FACILITY DETAILS 

Prepare details and include notes on construction 
drawings as appropriate to your design. 

Inlets. Curb cuts should be wide (12 inches is 
recommended) to avoid clogging with leaves or 
debris. Allow for a minimum reveal of 6 inches 
between the inlet and soil mix elevations to ensure 
turf or mulch buildup does not block the inlet. In 
addition, place an apron of stone or concrete, a foot 
square or larger, inside each inlet to prevent 
vegetation from growing up and blocking the inlet. 

 

A 

V1 (ponding volume) 

V2 (pore volume) 
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If the linear slope along the curb is greater than the 
orthogonal slope of the gutter pan, runoff flows will not 
enter the inlet efficiently. Use a drop inlet with a grate 
instead. 

Where runoff is concentrated and conveyed to the facility 
via pipes or swales, protect the plants and soil mix from 
high-velocity flows with energy-dissipating cobble of 
appropriate size. In larger installations, provide cobble-lined 
channels to better distribute flows throughout the facility. 

“Bubble ups” can be used to dissipate energy when runoff 
is piped from roofs and up-gradient paved areas. 

Overflow structure. A precast concrete catch basin or 
manhole is required except in small and protected facilities. 
The overflow elevation is critical and must be designed to 
achieve the surface reservoir requirements. The outlet 
should be designed to exclude floating mulch and debris. 
An atrium-style or beehive grate is recommended and may 
be required. 

Underdrains.  Underdrains must have their discharge 
elevation set at the top of gravel layer elevation. Perforated 
pipe can be laid in a shallow groove dug across the top of 
the gravel layer, holes facing down, and connected to the 
overflow structure. Underdrains must be constructed of 
rigid pipe (SDR 35 or equivalent) and provided with a 
cleanout. 

Flow-control orifice. For treatment-and-flow-control 
facilities, the underdrain must be routed through a device 
designed to limit flows to that specified in Equation 3-10 or 
3-11 (page 46). Typically, a section of solid pipe is designed 
to protrude slightly into the overflow structure. The pipe is 
threaded and fitted with a standard cap; a hole of the 
specified diameter is drilled into the cap. The cap can then 
be easily removed for cleaning or adjustment and 
reinstalled. 

Vaults, utility boxes, backflow preventers, and light 
standards. Utility features and structures must be located 
outside the bioretention facility. 

Emergency overflow. The site grading plan should 
anticipate extreme events and potential clogging of the 
overflow and should route emergency overflows safely. 
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► SOIL, PLANTING, AND IRRIGATION 

Gravel underlayer. Use “Class 2 permeable,” Caltrans 
specification 68-2.02(F)(3). Open-graded crushed rock, 
washed, may be used as an alternative, but requires 4- to 6-inch 
washed pea gravel be substituted at the top of the crushed rock 
layer. Do not use filter fabric to separate the soil mix from the 
gravel drainage layer or the gravel drainage layer from the 
native soil. 

Planting Soil Mix. The required mix of sand and compost is 
specified in BASMAA’s April 2016 “Specification of Soils for 
Biotreatment or Bioretention Facilities.” The mix is similar to 
a loamy sand and must maintain a minimum percolation rate 
of 5 inches per hour throughout the life of the facility. It is 
suitable for maintaining plant life with no (or very little) 
fertilizer use. Use of the specified (rather than “alternative”) 
soil mix is strongly encouraged. 

At their sole discretion, municipal construction inspectors may 
accept test results and certification for a “brand-name” mix 
from a soil supplier. Batch-specific testing is required for 
installations of over 100 cubic yards. 

Submittals for the soil mix must include and follow the 
CCCWP “Soil Mix for Bioretention Specification Verification 
Checklist.” The checklist, soil mix specification, and a list of 
suppliers are available on the CCCWP C.3 web page. 

Ensure the soil mix is installed level and at the specified 
elevation, and that the elevation does not change when plants 
are installed. Place the bioretention soil in 8- to 12-inch lifts. 
Lifts are not to be compacted but are placed to reduce the 
possibility of excessive settlement. Allow time for natural 
compaction and settlement prior to planting. Bioretention soil 
may be watered to encourage compaction. 

Planting. Species in Appendix B were selected for: 

 Adaptation to Contra Costa’s climate 

 Drought tolerance 

 Adaptation to well-drained soils 

 Adaptation to low soil fertility 

 Allow infiltration 

 Not invasive weeds 

 Do not have aggressive roots 

https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook
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Characteristics noted in the table, including irrigation 
preferences and ability to tolerate heat, coastal conditions, 
flooding, and wind should be considered when selecting plants. 

This list is not comprehensive, nor will all these species 
succeed at every site. Selection for a particular site should be 
done by experienced professionals familiar with the plants and 
site conditions. Avoid planting species on the California 
Invasive Plant Council’s invasive plant inventory list. 

Trees and large shrubs installed in bioretention facilities are 
susceptible to blowing over before roots are established. They 
should be staked securely. Three stakes per tree are 
recommended at windy sites. Straps should be inspected once 
or twice a year and removed once trees are established to 
prevent girdling. 

Mulch is not required but is recommended for the purpose of 
retaining moisture, preventing erosion and minimizing weed 
growth. Compost meeting the specification for use in the 
planting soil mix is recommended for use as mulch. This “aged 
mulch” has less tendency to float compared to bark mulch. 

Irrigation. Bioretention soils have a high infiltration rate and 
require a different irrigation system design than the designs 
typically used for heavy clay soils in Contra Costa County. 
Irrigation systems must be designed to minimize water use, 
avoid overwatering, and prevent underdrain discharges during 
dry weather. 

Bioretention facilities and planter boxes may need to be 
irrigated more than once a day, for shorter periods. Irrigation 
controls should allow separate control of times and durations 
of irrigation for bioretention facilities and planter boxes vs. 
other landscape areas. 

Smart irrigation controllers are strongly encouraged. Available 
controllers may access weather stations, use sensors to measure 
soil temperature and moisture, and allow input of soil types, 
plant types, root depth, light conditions, slope, and usable 
rainfall. 

Drip emitters are strongly recommended over spray irrigation. 
Use multiple, lower-flow (1/2 to 2 gallons per hour) emitters 
in fast-draining bioretention soils. Use two or more emitters 
for perennials, ground covers, and bunchgrasses. Four to six 
emitters may be needed for larger shrubs and trees. Some types 
of emitters encourage horizontal distribution of water. 
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Spray heads must be positioned to avoid direct spray 
into bioretention facility or planter box outlet 
structures. 

Trees. Bioretention areas can accommodate small 
or large trees within the minimum areas and 
volumes calculated by Equation 3-3. Tree canopies 
intercept rain, and tree roots maintain soil 
permeability and help retain runoff. Normal 
maintenance of a bioretention facility should not 
affect tree lifespan. 

Consider the following when designing 
bioretention facilities to accommodate trees, 
especially large trees: 

 The bioretention facility requires 18 inches 
of soil mix over the minimum surface area. 
Trees can be planted in this soil mix; the 
area occupied by the tree counts toward the 
minimum area requirement. 

 Trees require sufficient rooting volume to 
thrive. Structural soils can be used below 
or around the soil mix. 

 Most tree roots extend horizontally near 
the soil surface. 

 The bioretention soil mix has low 
moisture-holding capacity. Consider 
planning for tree roots to access native 
clay soils through the side walls as the tree 
grows. However, where needed, adjacent 
paving or structures can be protected with 
a root barrier. 

 A podium of native soil is sometimes 
constructed so that the root ball can be 
installed at the correct elevation (so that 
bioretention soil mix and mulch do not 
cover the tree’s root collar). 

 Large trees should be spaced appropriately for their size at maturity. 

 Trees may need to be staked for longer because the bioretention soil mix 
provides little structural support against trees being toppled by wind. 

  

 
Bioretention facility configured as a tree well. 

 
Larger bioretention facility with trees. 

Structural soil 

Sand/compost mix Underdrain 

https://en.wikipedia.org/wiki/Structural_Soil
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► APPLICATIONS AND ANCILLARY USES 

Multi-purpose landscaped areas. Bioretention facilities are 
easily adapted to serve multiple purposes. The loamy sand soil 
mix will support either turf or a plant palette suitable to the 
location and a well-drained soil. 

Residential subdivisions. In the design of many 
subdivisions, it has proven easiest and most effective 
to drain roofs and driveways to the streets (in the 
conventional manner) and then drain the streets to 
bioretention areas, with one bioretention area for each 
1 to 10 lots, depending on subdivision layout and 
topography. 

Bioretention areas should be placed in common areas 
or on one or more separate, dedicated parcels with 
joint ownership. 

Sloped sites. Bioretention facilities must be constructed as a 
basin or as a series of basins, with the circumference of each 
basin level. 

On the surface, a bioretention facility should be one level, 
shallow basin—or a series of basins. As runoff enters each 
basin, it should flood and fill throughout before runoff 
overflows to the outlet or to the next downstream basin. This 
helps prevent movement of surface mulch and soil mix. 

Swales can be used on mild slopes. Check dams should be 
placed every 4 to 6 inches of elevation change and so that the 
lip of each dam is at least as high as the toe of the next 
upstream dam. 

Treatment Area 

sand/compost mix 

Class 2 permeable 
Native soil, no compaction 

Swale with check dams. Not suitable for steeper slopes. Movement of  
soil can be a problem even at mild slopes. Design must ensure ponding behind 

each check dam. 

Bioretention facility in El Cerrito with active  
and passive recreational uses. 
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A series of planters is a more robust solution and is required 
for steeper slopes. 

Solutions for surface storage. Placing a steep-sided 
depression in an urban landscape poses aesthetic 
challenges as well as practical challenges. First, use 
sheet flow, valley gutters, and trench drains, instead of 
pipes, to move runoff to the bioretention facility, so 
that inlets can be at or near ground level. 

To further avoid the effects of high and steep drop 
offs, consider: 

 Increasing the facility area and reducing the surface 
depth accordingly. 

 Incorporating steps down into the facility. 

 Specifying taller, woody plants to block or 
discourage entry. 

Mulch can be mounded a few inches deeper at walkway 
edges to transition to the top of soil elevation. 

  

 
Key check dams into bottom and side slopes. 

Concrete check dams are a better solution on steeper slopes. 



C O N T R A  C O S T A  C L E A N  W A T E R  P R O G R A M  

 

9th Edition  APRIL 12, 2024 72 

References and Resources 

 Model Biotreatment Soil Media Specifications—MRP 2.0 Provision 
C.3.c.i.(2)(c)(ii) 

 Recommendations for Soils Specification, Planting, and Irrigation of Bioretention Facilities,  
WRA Environmental Consultants, November 5, 2008. 

 US Composting Council 

 ASTM International 

 Plant List and Planting Guidance for Landscape-Based Stormwater Measures. Appendix B 
in the Alameda County Clean Water Program C.3 Technical Guidance (2016). 

 Plants and Landscapes for Summer Dry Climates. Nora Harlow, Ed. East Bay 
Municipal Utility District, Oakland. 

 California Native Plants for Your Garden and Wildlife, Las Pilitas Nursery, 2008. 

 Native Treasures: Gardening with the Plants of California. M. Nevin Smith, 2016. 
University of California Press. 

 The Calflora Database, 2008. 

 California Invasive Plant Council 

 A Guide to Estimating Irrigation Water Needs of Landscape Plantings in California, 
University of California Cooperative Extension and California Department of 
Water Resources. 

 Our Water Our World, website to developed to assist consumers in managing 
home and garden pests in a way that helps protect water. 

 Bay-Friendly Best Practices for Landscape Professionals, a whole systems 
approach to the design, construction, and maintenance of the landscape to 
support the integrity of the San Francisco Bay watershed. 

 University of California Statewide Integrated Pest Management (IPM) Program 

► Criteria for Bioretention 
 

 Bioretention facilities are located in a visible, well-trafficked area. 

 Top of soil elevation is as high as possible. High walls and steep slopes 
adjacent to the facility are avoided. 

 Location and footprint of facility are congruent on the site plan, 
landscaping plan, and grading plan. 

 Bioretention area is designed as a basin (level edges) or a series of basins, 
and grading plan is consistent with these elevations. Check dams, if any, 
are set so the lip or weir of each dam is at least as high as the toe of the 
next upstream dam. 

 Volume or depth of surface reservoir meets or exceeds minimum. 
Freeboard above overflow (1 to 2 inches recommended) is not included 
in surface reservoir volume. 

 18-inch depth specified soil mix. 

 Area of soil mix meets or exceeds minimum. 

https://www.cccleanwater.org/userfiles/documents/files/185/ModelBioretentionSoilMediaSpecReport.pdf
https://www.cccleanwater.org/userfiles/documents/files/185/ModelBioretentionSoilMediaSpecReport.pdf
http://www.compostingcouncil.org/
http://www.astm.org/
https://www.cleanwaterprogram.org/images/uploads/C3TG%20Version%204%20Appendix%20B.pdf
http://www.ebmud.com/water-and-drought/conservation-and-rebates/watersmart-gardener/plants-and-landscapes-summer-dry-climates/
http://www.laspilitas.com/plants/plants.htm
http://calflora.org/
http://www.cal-ipc.org/
https://cimis.water.ca.gov/Content/PDF/wucols00.pdf
http://www.ourwaterourworld.org/
http://www.stopwaste.org/preventing-waste/best-practices-landscape-professionals
http://www.ipm.ucdavis.edu/
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 Perforated pipe (PVC SDR 35 or approved equivalent) underdrain with discharge elevation at the top 
of the “Class 2 perm” layer. Holes facing downward. Connection and sufficient head to storm drain or 
approved discharge point. 

 No filter fabric. 

 Underdrain has a clean-out port consisting of a vertical, rigid, non-perforated 
PVC pipe, with a minimum diameter of 4 inches and a watertight cap. 

 Curb inlets are 12-inch wide, have 4 to 6-inch reveal and an apron or other 
provision to prevent blockage when vegetation grows in, and energy 
dissipation as needed. 

 Overflow catch basin or manhole connected to a downstream storm drain or 
approved discharge point. 

 Emergency spillage will be safely conveyed overland. 

 Plantings are suitable to the climate, exposure, and a well-drained soil, and 
occasional inundation during large storm events. 

 Irrigation system with connection to water supply, on a separate zone. 

 Vaults, utility boxes, backflow preventers, and light standards are located 
outside the minimum soil mix surface area. 

 For treatment-and-flow-control facilities only 

 Volume of surface storage meets or exceeds minimum (V1). 

 Volume of subsurface storage meets or exceeds minimum (V2). 

 In “C” and “D” native soils, underdrain is connected to discharge through an 
appropriately sized orifice or other flow-limiting device. 
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Flow-through Planter 
 

Unlike bioretention facilities, flow-through planters are 
designed to discharge all influent runoff following treatment, 
rather than infiltrating some treated runoff into the 
underlying soil. 

Flow-through planters are contained within a concrete box, 
or plastic liners may be used on the sides and bottom. An 
underdrain is constructed with the discharge elevation near 
the bottom of the gravel layer (that is, there is no “dead” 
storage).” 

Flow-through planters may be used as an alternative to 
bioretention under certain conditions: 

 Upper-story plazas 

 Where bioretention facilities could cause 
mobilization of pollutants in soil or groundwater. 

 Other situations where infiltration is a concern, 
such as locations with potential geotechnical 
hazards that cannot be mitigated except by 
preventing infiltration. 
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► Best Uses 

 Management of roof 
runoff 

 Podium-style 
developments 

 On building plazas 
► Advantages 

 Versatile 
 Can be any shape 
 Low maintenance 

► Limitations 

 Can only be used 
where infiltration is 
not possible 

 May not be used for 
flow control (HM) 
where underlying 
soils are Hydrologic 
Soil Group “A” or 
“B” 

 Requires underdrain 
 Requires 3 to 4 feet 

of head 
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► DIMENSIONS AND MATERIALS 

Treatment only. For development projects subject only to 
runoff treatment requirements, the following criteria apply: 

Parameter Criterion 

Surface reservoir depth 6-inch minimum 

Soil mix surface area  0.04 × tributary impervious area  

Soil mix depth 18-inch minimum 

Gravel layer 12-inch minimum Class 2 permeable 

Underdrain At bottom of gravel layer 

Where flow-control requirements also apply, the flow-
through planter must be designed to meet the minimum 
surface area (A), surface volume (V1), and subsurface volume 
(V2) using Equation 3-3 and the sizing factors and equations 
in Tables 3-6 and 3-7. The IMP Sizing Calculator should be 
used. 

Minimum surface and subsurface volume. In a vertical-
sided box-like planter for treatment-and-flow-control with 
the minimum surface area A, the minimum surface volume 
V1 can be achieved with an overflow height of 10 inches (12-
inch total height of walls with 2 inches of freeboard). 

For treatment-and-flow-control facilities the minimum 
subsurface volume V2 specified in Table 3-8 is the void 
space, not the entire volume of gravel. The minimum 
subsurface volume V2 can be achieved with a gravel (Class 2 
permeable) depth of 30 inches. This combination results in 
a planter approximately 5' high. The planter height can be 
reduced by incorporating void-creating underdrain pipes, 
other pipes, or arches, or by increasing the planter area so 
that the minimum V2 is achieved. 

Gravel. “Class 2 permeable,” Caltrans specification 68-
2.02(F)(3), is preferred. Open-graded crushed rock, washed, 
may be used, but requires 4- to 6-inch washed pea gravel be 
substituted at the top of the crushed rock layer. Do not use 
filter fabric to separate the soil mix from the gravel drainage 
layer or the gravel drainage layer from the native soil. 

If desired, voids created by buried structures such as pipes 
or arches may be substituted, as long as the voids are 
hydraulically interconnected and the minimum subsurface 
volume calculated by Equation 3-3 is achieved. 

A 

V1 (ponding volume) 

V2 (pore volume) 
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Bioretention facility adjacent to building. An impermeable 

cutoff wall between the facility and the building may be 
incorporated. 

 

Soil mix. Criteria for th18the required mix of sand and compost 
are in Appendix B. It is similar to a loamy sand and must 
maintain a minimum percolation rate of 5 inches per hour 
throughout the life of the facility, and it must be suitable for 
maintaining plant life with a minimum of fertilizer use. A list 
of suppliers is on the C.3 web pages. 

Underdrains. Underdrains must have their discharge 
elevation set as flush with the planter bottom as possible. 
Underdrains must be constructed of rigid pipe (SDR 35 or 
equivalent) and provided with a cleanout. 

Flow-control orifice. For treatment-and-flow-control  
facilities, the underdrain must be routed through a device 
designed to limit flows to that specified in Equation 3-10 or  
3-11 (page 46). Typically, a section of solid pipe is designed 
to protrude slightly into the overflow structure. The pipe is 
threaded and fitted with a standard cap; a hole of the 
specified diameter is drilled into the cap. The cap can then 
be easily removed for cleaning or adjustment and reinstalled. 

► APPLICATIONS 

At plaza level. Flow-through planters have been successfully 
incorporated into podium-style developments, with the 
planters placed on the plaza level and receiving runoff from 
the tower roofs above. Runoff from the plaza level is 
typically managed separately by additional flow-through 
planters or bioretention facilities located at street level. 

Adjacent to buildings. Designers should aim to use 
bioretention facilities (that is, facilities open at the bottom to 
allow infiltration) adjacent to buildings. An impermeable 
vertical cutoff wall between the facility and the building may 
be incorporated. Where it is not feasible to adjust the 
building and foundation design, flow-through planters may 
be used. Planter vegetation can soften the visual effect of the 
building wall. A setback with a raised planter box may be 
appropriate even in some neo-traditional pedestrian-oriented 
urban streetscapes. 

Steep slopes. Flow-through planters provide a means to 
detain and treat runoff on very steep slopes that cannot 
accept infiltration from a bioretention facility. The planter 
can be built into the slope similar to a retaining wall. The 
design should consider the need to access the planter for 
maintenance. Flows from the planter underdrain and 
overflow must be directed in accordance with local 

 
F          

  

 

Flow-through planter built into a hillside. Flows from the 
underdrain and overflow must be directed in accordance with 

local requirements. 
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requirements. It is sometimes possible to disperse these 
flows to the downgradient hillside. 

► Design Checklist for Flow-through Planter 

 Location and footprint of facility are shown on site plan and 
landscaping plan. 

 Planter is set level. 

 Location is on an upper-story plaza, adjacent to a building 
foundation, where mobilization of pollutants in soil or groundwater 
is a concern, or where potential geotechnical hazards are associated 
with infiltration. 

 Volume or depth of surface reservoir meets or exceeds minimum. 

 18-inch depth specified soil mix (reference Guidebook Appendix B). 

 Area of soil mix meets or exceeds minimum. 

 “Class 2 perm” drainage layer. 

 No filter fabric. 

 Perforated pipe (PVC SDR 35 or approved equivalent) underdrain 
with outlet located flush or nearly flush with planter bottom. 

 Connection with sufficient head to storm drain or discharge point. 

 Underdrain has a clean-out port consisting of a vertical, rigid, non-
perforated PVC pipe, with a minimum diameter of 4 inches and a 
watertight cap. 

 Overflow outlet connected to a downstream storm drain or 
approved discharge point. 

 Emergency spillage will be safely conveyed overland. 

 Plantings are suitable to the climate, exposure, and a well-drained 
soil. 

 Irrigation system with connection to water supply, on a separate 
zone. See Appendix B. 

For treatment-and-flow-control flow-through planters only 

 Volume of surface storage meets or exceeds minimum. 

 Volume of subsurface storage meets or exceeds minimum. 

 Underdrain is connected via an appropriately sized orifice or other 
flow-limiting device. 
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Dry Wells and Infiltration Basins 
 

The typical dry well is a prefabricated structure, such as an 
open-bottomed vault or box, placed in an excavation or 
boring. The vault may be empty, which provides maximum 
space efficiency, or may be filled with rock. 

An infiltration basin has the same functional 
components—a volume to store runoff and sufficient area 
to infiltrate that volume into the native soil—but is open 
rather than covered. 

► Criteria 

Dry wells and infiltration basins must be designed with the 
minimum volume and infiltrative area calculated by 
Equation 3-3 using the sizing factors in Table 3-6. 

Consult with the local municipal engineer regarding the 
need to verify soil permeability and other site conditions 
are suitable for dry wells and infiltration basins. Some 
proposed criteria are on Page 5-12 of Caltrans’ 2004 BMP 
Retrofit Pilot Study Final Report (CTSW-RT-01-050). 

► Details 

Dry wells should be sited to facilitate maintenance and 
allow for the potential future need for removal and 
replacement. 

In locations where native soils are coarser than a medium 
sand, the area directly beneath the facility should be over-
excavated by 2 feet and backfilled with sand as a 
groundwater protection measure. 

► Best Uses 

 Projects on sites with 
permeable soils 

► Advantages 

 Compact footprint 
 Can be installed in 

paved areas 
► Limitations 

 Can be used only on 
sites with Group “A” 
or Group “B” soils 

 Requires minimum of 
10 feet from bottom 
of facility to seasonal 
high groundwater 

 Not suitable for 
drainage from some 
industrial areas or 
arterial roads 

 Must be maintained 
to prevent clogging 

 Typically, not as 
aesthetically pleasing 
as bioretention 
facilities 

 
Stormwater C.3 

Guidebook 
www.cccleanwater.org 



C O N T R A  C O S T A  C L E A N  W A T E R  P R O G R A M  

 

9th Edition  APRIL 12, 2024 82 

Criteria for Dry Wells and Infiltration Basins 
 

 Volume (V) and infiltrative area (A) meet or exceed minimum. 

 Emergency spillage will be safely conveyed overland. 

 Depth from bottom of the facility to seasonally high groundwater 
elevation is ≥10 feet. 

 Areas tributary to the facility do not include automotive repair 
shops; areas subject to high vehicular traffic (25,000 or greater 
average daily traffic on main roadway or 15,000 or more average 
daily traffic on intersecting roadway), car washes; fleet storage 
areas (bus, truck, etc.); nurseries, or other uses that may present 
an exceptional threat to groundwater quality. 

 Underlying soils are in Hydrologic Soil Group A or B. Infiltration 
rate is sufficient to ensure a full basin will drain completely within  
72 hours. Soil infiltration rate has been confirmed. 

 10-foot setback from structures or as recommended by structural 
or geotechnical engineer.

Grate or hatch 
for maintenance 
access 

Sheet flow or 
piped inflow 

A 

V 

Vault with open 
bottom 
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Cistern + Bioretention Facility 
 

A cistern in series with a bioretention facility or flow-through 
planter can meet treatment and flow-control requirements 
where space is limited. The cistern includes an orifice for flow 
control. The downstream bioretention facility or flow-through 
planter is sized to accommodate the maximum flow from the 
cistern orifice. 

► CRITERIA 

Cistern. Size the cistern using Equation 3-3 (page 45) and the 
factors and rainfall adjustment equations in Tables 3-6 and  
3-7. The cistern must also include an orifice or other device to 
limit outflow to the calculated maximum release rate. 

Bioretention facility. Size the bioretention facility or flow-
through planter based on the cistern maximum release rate and 
a maximum surface loading rate of 5 inches per hour. 

► DETAILS 

Preventing mosquito harborage. Cisterns should be designed 
to drain completely, leaving no standing water. Drains should 
be located flush with the bottom of the cistern. Alternatively—
or in addition—all entry and exit points should be provided 
with traps or sealed or screened to prevent mosquito entry. 
Note mosquitoes can enter through openings 1/16 inch or 
larger and will fly for many feet through pipes as small as 
1/4 inch. 

Exclude debris. Provide leaf guards and/or screens to prevent 
debris from accumulating in the cistern. 

Ensure access for maintenance. Design the cistern to allow 
for cleanout. Avoid creating the need for maintenance workers 
to enter a confined space. Ensure the outlet orifice can be easily 
accessed for cleaning and maintenance. 

► APPLICATIONS 

Shallow ponding on a flat roof. The “cistern” storage volume 
can be designed in any configuration, including simply storing 
rainfall on the roof where it falls and draining it away slowly. 
In sites with Group “D” soils, the required average depth 
amounts to about 3/4 inch.  

► Best Uses 

 To meet flow-control 
requirements in 
limited space 

 Management of roof 
runoff 

 Dense urban areas 
► Advantages 

 Storage volume can 
be in any 
configuration 

 Small footprint 
► Limitations 

 Somewhat complex 
to design, build, and 
operate 

 Requires head for 
both cistern and 
bioretention facility 
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Cistern attached to a building and draining to a planter. 
This system for treatment-and-flow-control can be 
constructed with a flow-through planter at a height as low as 
30 inches. 

Criteria for Cistern + Bioretention 
 

 Cistern volume meets or exceeds calculated minimum V (Eq. 3-3). 

 Cistern outlet with orifice or other flow-control device restricts flow 
to calculated maximum. A drilled, threaded cap is suggested for easy 
maintenance. 

 Cistern outlet is piped to bioretention area or flow-through planter. 

 Bioretention surface area meets or exceeds the calculated minimum. 

 Except for surface area, bioretention facility is designed to the criteria 
for “treatment only” in the “Bioretention Facility” design sheet (p. 66) 
or “Flow-through Planter” design sheet (p. 79). 

 Cistern is designed to drain completely and/or sealed to prevent 
mosquito harborage. 

 Design provides for exclusion of debris and accessibility for 
maintenance. 

 Overflow connected to a downstream storm drain or approved 
discharge point. 

 Emergency spillage will be safely conveyed overland. 

 
 
 

  

V 
A 

gutter with  
leaf guard 

Roof 
leader 

Flow  
control  
orifice 

Underdrain 
t d t  t  

Overflow  
t  t  d i  
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Bioretention + Vault 

A bioretention facility in series with a vault can meet treatment 
and flow-control requirements where space is limited. In this 
configuration, the bioretention facility is sized to a minimum 
of 4% of the tributary impervious area. The underdrain and 
overflow from the bioretention facility are routed to a storage 
vault, which can be located beneath a plaza, sidewalk, or 
parking area. An orifice limits the rate of discharge from the 
vault to the storm drain system. 

 
► CRITERIA 

Bioretention facility. Size and design the bioretention facility 
to the treatment-only criteria (see Bioretention Facility design 
sheet, p. 66.) 
Vault. Size the vault using Equation 3-3 (page 45) and the 
factors and rainfall adjustment equations in Tables 3-6 and 3- 
7. The vault must include an orifice or other device to limit 
outflow. 

Dead storage in the bioretention facility (volume of the gravel 
pore space or other free volume below the elevation of the 
underdrain discharge) may be credited toward the required V2. 

► DETAILS 

Preventing mosquito harborage. Vaults must be designed to 
drain completely, leaving no standing water, and have an open 
bottom to allow infiltration into the native soil. 

Ensure access for maintenance. Design the vault to allow 
for cleanout. Avoid creating the need for maintenance workers 
to enter a confined space. Ensure the outlet orifice can be easily 
accessed for cleaning and maintenance. 

► APPLICATIONS 

Parking lot. Because the required landscaped bioretention 
facilities is only 4% of the tributary impervious area, the 
bioretention component can in many cases be integrated into 
parking lot medians and islands. The vault component can be 
located beneath aisles or driveways. 

 
► Best Uses 

 To meet flow-control 
requirements in 
limited space 

 Parking lots 

 Dense urban areas 
► Advantages 

 Smaller footprint 
than bioretention 
facility sized for flow 
control 

► Limitations 

 Somewhat complex 
to design, build, and 
operate 

 Requires head for 
both bioretention 
facility and vault 
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Multiple bioretention facilities draining to a single vault. 
Two or more bioretention areas can be connected to a single 
vault. The vault minimum volume and outlet maximum flow 
rate are the sum of those calculated for each individual 
bioretention facility. 

Vault with pumped discharge. Where insufficient head exists, 
vaults may be equipped with pumps to discharge (at a rate no 
greater than the calculated maximum) to a storm drain or 
approved discharge point. 

 
Design Checklist for Bioretention + Vault 

 Bioretention facility is designed to the treatment-only criteria in the 
“Bioretention Facility” design sheet (pp. 66-78). 

 Vault retention volume meets or exceeds calculated minimum. 

 Vault outlet with orifice or other flow-control device restricts flow to 
calculated maximum. 

 Bioretention facility underdrain is routed to the vault. 

 Bioretention facility overflow is routed to the vault. 

 Sufficient head exists to convey flow from the underdrain to the vault and 
from the vault to the discharge point. 

 Bottom of vault is open to allow infiltration. 

 Vault design provides for exclusion of debris and accessibility for 
maintenance. 

 Vault outlet and overflow are connected to a downstream storm drain or 
approved discharge point. 

 Emergency spillage will be safely conveyed overland. 
 
 
 
 
 
 
 
 
 
 
 
 
 

To storm drain 
 
 
 
 
 
 
 
 
 

Bioretention 
facility sized 

and designed to 
treatment-only 

criteria 

A 

Perforated pipe 
underdrain routed to 
vault (overflow also 

routed to vault) 
Vault must be open 
at bottom to allow 

infiltration 
Orifice limits vault 

discharge 

V 
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Design and Construction of 
Bioretention Facilities and  
Other Integrated Management Practices 

Guidance for preparing construction documents  
and overseeing construction of  IMPs 

etails of construction are critical to ensuring stormwater facilities work 
properly. A misplaced inlet, an overflow at the wrong elevation, or the 
wrong soil mix can make a bioretention facility useless or ineffective even 

before it comes on-line and could result in delays to project approvals and additional 
expense.  

Your Stormwater Control Plan is intended for the planning phase and must contain, 
at minimum, enough detail to demonstrate your planned LID features and that 
facilities are feasible and are coordinated with the project site plan, architectural 
renderings, landscape design, grading and drainage plan, and other information 
submitted with your application for development approvals.  

At plan check, reviewers will examine the construction documents to ensure the site 
design features and the construction of bioretention facilities and other IMPs will 
meet the criteria in this chapter and throughout the Guidebook.  

Following are design sheets for: 

 Self-treating and self-retaining areas, 

 Pervious pavements, 

 Bioretention facilities, 

 Flow-through planters, 

 Dry wells, 

Chapter 
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 Cisterns + bioretention, and  

 Bioretention + vaults. 

These design sheets include recommended configurations and conceptual details, 
and example applications, for these features and facilities. Additional designer notes 
and construction-level details for various site conditions are provided in the Typical 
Green Infrastructure Details within Appendix F. The information in these design 
sheets and within the Typical GI Details must be adapted and applied to the 
conditions specific to the development project. It is not acceptable to simply 
copy the information onto construction drawings. Local planning, building, and 
public works officials have final review and approval authority over the project 
design. 

Keep in mind that proper and functional design of features and facilities is the 
responsibility of the applicant. Effective operation of facilities throughout the 
project’s lifetime will be the responsibility of the property owner.  

What to Show on Construction Plans 
With few exceptions, the plan set should include separate sheets specifically 
incorporating the features and facilities described in the Stormwater Control Plan. 
The information on these sheets must be carefully coordinated and made consistent 
with grading plans, utility plans, landscaping plans, and (in many cases) architectural 
plans.  

On the grading and drainage plan, or on a separate stormwater control plan sheet 
showing the grading and drainage plan (and possibly the roof plan) screened as 
background, show how DMAs follow grade breaks and are consistent with the 
grading plan and the Stormwater Control Plan. 

► SHOW KEY ELEVATIONS 

On the grading and drainage plan, or in a detailed plan view, call out the following 
elevations:  

 Bottom of gravel layer (BGL, or the bottom of the excavation), top of 
gravel layer (TGL), and top of soil layer (TSL). Note that each of these 
is consistent (flat) throughout the facility. 

 The top of curbs or walls surrounding the facility, and spot elevations of 
adjacent pavement. 

 At curb cut inlets, show the top of paving, top of curb, and bioretention 
TSL.  
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 At overflow grates, show the grate elevation and the adjacent TSL.  

 Call out elevations of piped inlets.  

For treatment-and-flow-control IMPs, demonstrate how the minimum surface 
volume is attained by the design. 

► SHOW HOW RUNOFF FLOWS 

As needed for clarity, show the direction of runoff flow across roofs and pavement 
and into IMPs. For runoff conveyed via pipes or channels, show locations, slopes, 
and elevations at the beginning and end of each run.  

For roof drainage, show the routing of roof leaders. Use drawings or notes to make 
clear how drainage from leaders is routed under walkways, across pavement, 
through drainage pipes, or by other means to reach the IMP.  

Show pipes or channels connecting the IMP underdrain and overflow to the site 
drainage system, municipal storm drain system, or other approved discharge point. 
Call out slopes and key elevations. 

► SHOW IMPS IN CROSS-SECTION 

For many installations, a not-to-scale cross-section view can be used to illustrate the 
dimensions and placement of the soil and gravel layers, surrounding walls, and 
overflow structures. Where needed, use detailed, specific cross-section drawings to 
show edge treatments, inlet elevations, overflow grates, rock for energy dissipation, 
moisture barriers, and other information. The design of the edge treatments needs 
to consider pedestrian and vehicular loading on the wall and adjacent pavement 
surfaces, lateral support of the wall, impact of wall footings on the infiltrative 
footprint, lateral movement of subsurface water, and connections to adjacent 
infrastructure. Refer to the Typical GI Details provided in Appendix F for example 
facility sections and component details. The Typical GI Details provide a Designer 
Checklist at the beginning of each section that is helpful in ensuring that the 
construction plans include all of the key information needed for plan review and 
successful construction of the facility.  

The design sheets shall be used as a general guide and the detail drawings and 
corresponding construction notes within the Typical GI Details can be used as a 
starting point for project-specific details. Do not just copy and paste any of the 
detail drawings and/or notes there on to your construction drawings. 
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► ADD NOTES TO IMP DETAILS 

On cross-section drawings, incorporate the following notes (see pages 62 
through 74).  

 Gravel drainage layer shall be “Class 2 permeable,” Caltrans specification 
68-2.02(F)(3). 

 Soil mix shall meet “Specification of Soils for Biotreatment or 
Bioretention Facilities,” dated April 18, 2016. 

 Mulch shall meet “Composted Wood Mulch Specification for 
Stormwater Biotreatment Areas,” dated August 1, 2021. (Biotreatment 
Area Wood Mulch Specification) 

 Underdrain shall be [4 inch minimum] Standard Dimensional Ratio 
(SDR) 35 or equivalent, perforations facing down. Lay in groove at top 
of gravel layer. A minimum of one cleanout shall be installed on the end 
of the underdrain to facilitate cleaning of the underdrain.  

 Underlying soil is to be uncompacted and ripped to loosen to a minimum 
depth of 3 inches immediately prior to placement of the gravel drainage 
layer. 

 If impermeable liner is required, the subgrade shall be prepared and 
contoured as necessary to provide a smooth surface, void of sharp rock/ 
debris. No void spaces shall be present between the liner and the 
subgrade. Geotextile fabric may be installed between the subgrade and 
the liner to protect the liner from sharp aggregate present in the 
subgrade. Engineer shall inspect/approve the prepared subgrade prior to 
the installation of any overlaying geotextile material.  

 Final grades of bioretention soil shall include considerations for soil 
settlement and the maximum allowable drop down from the adjacent 
walking surfaces to the bottom of the planter.  

What to Show on Landscaping Plans 
Show the footprints of the IMPs precisely on the landscaping plan, consistent with 
the grading plan and other plans in the submittal. 

Include a planting plan and an irrigation plan suitable for the soils and other special 
conditions of bioretention facilities. See page 93 for guidance on plantings and 
irrigation and the plant list in Appendix B for ideas on a plant palette.  

Review and revise your landscaping general notes to ensure the notes are consistent 
with the special requirements of bioretention facilities.  

https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook.
https://www.cccleanwater.org/development-infrastructure/development/stormwater-c-3-guidebook.


C H A P T E R  4 :  L I D  D E S I G N  A N D  C O N S T R U C T I O N  

9th Edition  APRIL 12, 2024 91 

Include the following notes on the landscaping plan sheets: 

 No soil amendments, fertilizers, or synthetic pesticides are to be used 
within bioretention facilities. Use only approved bioretention soil mix 
and aged compost mulch. 

 Maintain top of soil elevation following planting. 

► REFERENCES AND RESOURCES 

 San Francisco Stormwater Management Requirements and Design Guidelines 
 Central Coast Low Impact Development Center Bioretention Standard Details and Specifications 

Items to Be Inspected During Construction 
Successful construction of IMPs requires attention to detail during every stage of 
the construction process, from initial layout to rough grading, installation of utilities, 
construction of buildings, paving, landscaping, and final cleanup and inspection.  

Construction project managers need to understand the purpose and function of 
IMPs and know how to avoid common missteps that can occur during construction. 
For bioretention facilities, the following operating principles should be noted at a 
pre-construction meeting. 

 Runoff flow from the intended tributary DMA must flow into the 
facility. 

 The surface reservoir must fill to its intended volume during high 
inflows. 

 Runoff must filter rapidly through the layer of imported soil mix. 

 Filtered runoff must infiltrate into the native soil to the extent possible 
(or allowable). 

 Remaining runoff must be captured and drained to a storm drain or other 
approved location. 

See the model construction inspection checklist on the following pages. 

  

http://sfwater.org/index.aspx?page=1007
http://www.centralcoastlidi.org/bioretention-details-and-specs.php
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IMP CONSTRUCTION CHECKLIST 

LAYOUT (to be confirmed prior to beginning excavation) 

Square footage of the facility meets or exceeds minimum shown in Stormwater Control Plan 
Site grading and grade breaks are consistent with the boundaries of the tributary Drainage Management Area(s) (DMAs) 
shown in the Stormwater Control Plan 
Inlet elevations of the facility are low enough and inlets receive drainage from the entire tributary DMA 
Locations and elevations of overland flow or piping, including roof leaders, from impervious areas to the facility have been 
laid out and any conflicts resolved 
Rim elevation of the facility is laid out to be level all the way around, or elevations are consistent with a detailed cross-section 
showing location and height of interior dams 
Locations for vaults, utility boxes, and light standards have been identified and are outside of the facility footprint 
Facility is protected as needed from construction-phase runoff and sediment 

EXCAVATION (to be confirmed prior to backfilling or pipe installation)  

Excavation conducted with materials and techniques to minimize compaction of soils within the facility area 
Excavation is to accurate area and depth 
Slopes or side walls protect from sloughing of native soils into the facility 
Moisture barrier, if specified, has been added to protect adjacent pavement or structures. 
Native soils at bottom of excavation are ripped or loosened to promote infiltration 

 
OVERFLOW OR SURFACE CONNECTION TO STORM DRAINAGE 
(to be confirmed prior to backfilling with any materials) 

Overflow is at specified elevation (typically no lower than two inches below facility rim) 
No knockouts or side inlets are in overflow riser 
Overflow location selected to minimize surface flow velocity (near, but offset from inlet recommended) 
Grating excludes mulch and litter (beehive or atrium-style grates with ¼ inch openings recommended)  
Overflow is connected to storm drain via appropriately-sized piping 
Bottom of overflow structure has positive drainage into storm drain (no ponding) 
 
UNDERGROUND CONNECTION TO STORM DRAIN/OUTLET ORIFICE  
(to be confirmed prior to backfilling IMP with any materials) 

Perforated pipe underdrain (PVC SDR 35 or approved equivalent) is installed with holes facing down 
Perforated pipe is connected to storm drain (treatment only) or orifice (treatment-and-flow-control) 
Underdrain pipe discharge invert elevation is at top of gravel layer elevation. Pipe is set holes facing down in a groove dug in 
the top of the gravel layer (In approved flow-through planters, underdrain elevation is as near bottom as possible) 
Cleanouts are in accessible locations and connected via sweeps 

Structures (arches or large diameter pipes) for additional surface storage are installed as shown in plans and specifications and 
have the specified volume 

(continued on next page)  
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IMP CONSTRUCTION CHECKLIST (CONTINUED) 

DRAIN ROCK/SUBDRAIN (to be confirmed prior to installation of soil mix)  

Class 2 permeable, Caltrans specification 68-2.02(F)(3).  4-inch to 6-inch depth of pea gravel atop drain rock may 
be substituted with inspectors’ approval  
Rock is smoothed to a consistent top elevation and depth and top elevation (TGL) are as shown in plans  
Perimeter curb is installed to prevent sloughing of native soils into the facility 
No filter fabric is placed between the subdrain and soil mix layers 

SOIL MIX 

Soil mix is as specified. Submittal is complete and quality of delivered mix is verified by visual and tactile examination 
and comparison to submitted sample 
Mix installed in 8-inch to 12-inch lifts 
Mix is not compacted during installation but may be thoroughly wetted to encourage consolidation 
Mix is smoothed to a consistent top elevation. Depth of mix (18 inches minimum) and top elevation are as shown 
in plans, accounting for depth of mulch to follow and required reservoir depth (allow time for natural compaction 
and settlement prior to planting) 

IRRIGATION 

Irrigation system is installed so it can be controlled separately from other landscaped areas (smart irrigation 
controllers and drip emitters are recommended) 
Spray heads, if any, are positioned to avoid direct spray into outlet structures 

PLANTING 

Plants are installed consistent with approved planting plan 
Any trees and large shrubs are staked securely 
No fertilizer is added; compost tea may be used 
No native soil or clayey material are imported into the facility with plantings 
1 to 2 inches of mulch may be applied following planting; mulch selected to avoid floating 
Final elevation of soil mix maintained following planting 
Curb openings are free of obstructions 

FINAL ENGINEERING INSPECTION 

DMAs are free of construction sediment and landscaped areas are stabilized 
Inlets are installed to provide smooth entry of runoff from adjoining pavement, have sufficient reveal (drop from 
the adjoining pavement to the top of the mulch or soil mix, and are not blocked 
Inflows from roof leaders and pipes are connected and operable 
Temporary flow diversions are removed 
Rock or other energy dissipation at piped or surface inlets is adequate 
Overflow outlets are configured to allow the facility to flood and fill to near rim before overflow 
Plantings are healthy and becoming established 
Irrigation is operable 
Facility drains rapidly; no surface ponding is evident 
Any accumulated construction debris, trash, or sediment is removed from facility 
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Bioretention Soil Submittals 
Bioretention soils must meet the region-wide “Specification of Soils for 
Biotreatment or Bioretention Facilities” (2016).  

At their sole discretion, municipal construction inspectors may choose to accept test 
results and certification for a “brand name” mix from a soil supplier. Tests must be 
conducted within 120 days prior to the date soil is delivered to the project site. 
Batch-specific test results are required for projects that install more than 100 cubic 
yards of soil mix. 

Submittals, whether for the “brand name” mix or batch-specific, must include a 
minimum 1-gallon sample and the completed CCCWP Bioretention Soil Mix 
Specification Submittal Verification Checklist. 

The inspector should examine by look and feel each delivery of the soil mix prior 
to installation and verify the following: 

 The delivered mix closely resembles the submitted mix. 

 The mix has a grainy, gritty texture and does not clump when dry. 

 If formed in the hand when damp, the mix may be slightly spongy but 
breaks apart easily. 

 After manipulating the mix, there is no smearing or discoloration on the 
hand. 

 

https://www.cccleanwater.org/userfiles/kcfinder/files/Revised_%20Biotreatment%20_Soil.pdf
https://www.cccleanwater.org/userfiles/kcfinder/files/Revised_%20Biotreatment%20_Soil.pdf
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Operation & Maintenance of 
Stormwater Facilities 

How to prepare a customized Stormwater Facilities Operation & 
Maintenance Plan for the treatment BMPs on your site. 
 

tormwater NPDES Permit Provision C.3.e requires each municipality verify 
stormwater treatment and flow-control facilities, and impervious pavement 
installations 3,000 ft2 and greater in area, are adequately maintained. 

Municipalities must report the results of inspections to the Water Board annually. 

Facilities you install as part of your project will be incorporated into the local 
municipality’s verification program. This is a six-stage process: 

1. Determine who will own the facility and be responsible for its 
maintenance in perpetuity and document this in your Stormwater 
Control Plan. The Stormwater Control Plan must also identify the 
means by which ongoing maintenance will be assured (for example, a 
maintenance agreement that runs with the land). 

2. Identify typical maintenance requirements, allow for these requirements 
in your project planning and preliminary design, and document the 
typical maintenance requirements in your Stormwater Control Plan.  

3. Prepare an Operations and Maintenance Plan (O&M Plan) for the site 
incorporating detailed requirements for each treatment and flow-

control facility. Typically, a draft O&M Plan must be submitted with 
the building permit application, and a final O&M Plan must be 
submitted for review and approved by the municipality prior to building 
permit final and issuance of a certificate of occupancy. Local 
requirements vary as to schedule. Check with municipal staff. 

4. Maintain the facilities from the time they are constructed until 
ownership and maintenance responsibility is formally transferred. 

Chapter 
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5. Formally transfer operation and maintenance responsibility to the site 
owner or occupant. A warranty, secured by a bond, or other financial 
instrument, may be required to secure against lack of performance due 
to flaws in design or construction. A typical warranty period should be 
consistent with local municipality requirements. 

6. Maintain the facilities in perpetuity and comply with your municipality’s 
self-inspection, reporting, and verification requirements.  

See the schedule for these stages in Table 5-1. Again, local requirements will vary. 

 
TABLE 5-1. SCHEDULE FOR PLANNING OPERATION AND MAINTENANCE OF 
STORMWATER TREATMENT AND FLOW-CONTROL FACILITIES 

Stage 1: Ownership and Responsibility 
Your Stormwater Control Plan must specify a means to finance and implement 
maintenance of treatment and flow-control facilities in perpetuity.  

Stage Description Where documented Schedule 

1 Determine facility ownership 
and maintenance responsibility 

Stormwater Control Plan Discuss with planning staff  
at pre-application meeting 

2 Identify typical maintenance 
requirements 

Stormwater Control Plan Submit with planning & 
zoning application 

3 Develop detailed operations and 
maintenance plan 

O&M Plan Submit draft with Building 
Permit application; final 
due before building permit 
final and applying for a 
Certificate of Occupancy 

4 Interim operations and 
maintenance of facilities 

As required by municipal 
O&M verification program 

During and following 
construction including 
warranty period 

5 Formal transfer of operations & 
maintenance responsibility  

As required by municipal 
O&M verification program 

On sale and transfer of 
property or permanent 
occupancy 

6 Ongoing maintenance and 
compliance with inspection & 
reporting requirements 

As required by municipal 
O&M verification program 

In perpetuity 
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Depending on the intended use of your site and the policies of the local 
municipality, this may require one or more of the following: 

 Execution of a maintenance agreement that “runs with the land.” 

 Creation of a homeowner’s association (HOA) and execution of an 
agreement by the HOA to maintain the facilities as well as an annual 
inspection fee. 

 Formation of a new community facilities district or other special district, 
or addition of the properties to an existing special district. 

 Dedication of fee title or easement transferring ownership of the facility 
(and the land under it) to the municipality. 

Ownership and maintenance responsibility for treatment and flow-control facilities 
should be discussed at the beginning of project planning, typically at the pre-
application meeting for planning and zoning review. Experience has shown 
provisions to finance and implement maintenance of treatment and flow-control 
facilities can be a major stumbling block to project approval, particularly for small 

residential subdivisions. (See “Applying C.3 to New Subdivisions” in Chapter 1.)  

► PRIVATE OWNERSHIP AND MAINTENANCE 

The municipality may require—as a condition of project approval—that a 
maintenance agreement be executed.  

The CCCWP has prepared the following model agreements: 

 Operation and Maintenance Agreement for a Single Parcel with a 
Stormwater Management Facility. 

 Operation and Maintenance Agreement for Subdivisions with 
Stormwater Management Facilities. 

 Operation and Maintenance Agreement for Subdivisions with 
Stormwater Management Facilities and a Homeowners Association.  

 CC&R and Subdivision Map Provisions for Subdivisions with 
Stormwater Management Facilities. 

 CC&R Provisions for Subdivisions with Stormwater Management 
Facilities and a Homeowners Association. 

The model agreements “run with the land,” so the agreement executed by a 
developer is binding on the owners of the subdivided lots. The agreement must be 
recorded prior to conveyance of the subdivided property.  
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The model agreements provide the municipality may collect a management and/or 
inspection fee established by the standard fee schedule. In addition, the agreements 
provide that, if the property owner fails to maintain the stormwater facility, the 
municipality may enter the property, restore the stormwater facility to good working 
order, and obtain reimbursement, including administrative costs, from the property 
owner.  

To augment and enforce maintenance requirements, the County established a two-
tiered Community Facilities District (Mello-Roos) throughout the unincorporated 
area to cover the costs of inspections, reporting to the Water Board and, if 
necessary, code enforcement and maintenance and repair of individual facilities. 
Some cities and towns may have similar districts. 

► TRANSFER TO PUBLIC OWNERSHIP  

Municipalities may sometimes choose to have a treatment and flow-control facility 
deeded to the public in fee or as an easement and maintain the facility as part of the 
municipal storm drain system. The municipality may recoup the costs of 
maintenance through a special tax, assessment district, or similar mechanism.  

Locating an IMP in a public right-of-way or easement 
creates an additional design constraint—along with 
hydraulic grade, aesthetics, landscaping, and 
circulation. However, because sites typically drain to 
the street, it may be possible to locate a bioretention 
swale parallel with the edge of the parcel. The facility 
may complement or substitute for an underground 
storm drain system. 

Even if the facility is to be deeded or transferred to the municipality after 
construction is complete, it is still the responsibility of the builder to identify general 
operations and maintenance requirements, prepare a detailed operation and 
maintenance plan, and to maintain the facility until that responsibility is formally 
transferred. 

Stage 2: General Maintenance Requirements 
Include in your Stormwater Control Plan a general description of anticipated facility 
maintenance requirements. This will help ensure that: 

 Ongoing costs of maintenance have been considered in your facility 
selection and design. 

 Site and landscaping plans provide for access for inspections and by 
maintenance equipment. 

Local  
Requirements 

Cities, towns, or the County may 
have requirements that differ from, 

or are in addition to, this countywide 
Guidebook. See Appendix A  

 and check with local planning and 
community development staff. 
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 Landscaping plans incorporate irrigation requirements for facility 
plantings. 

 Initial maintenance and replacement of facility plantings is incorporated 
into landscaping contracts and guarantees. 

A fact sheet available on the CCCWP C.3 web page describes general maintenance 
requirements for bioretention facilities. 

Stage 3: Stormwater Facilities O&M Plan 
Submit a draft O&M Plan with construction documents when you apply for permits 
to begin grading or construction on the site. Revise your draft O&M plan in 
response to any comments from your municipality, and incorporate new 
information and changes developed during project construction. Submit a revised, 
final O&M plan before construction is complete. 

Your O&M Plan must be submitted to and approved by your municipality before 
your building permit can be made final and a certificate of occupancy issued. 

Your O&M Plan must be kept onsite for use by maintenance personnel and during 
site inspections. It is also recommended that a copy of the Stormwater Control Plan 
be kept onsite as a reference. 

MRP 3.0 Provision C.3.h requires Contra Costa municipalities periodically verify 
operations and maintenance (O&M) of facilities installed in their jurisdiction. Each 
year, they must report to the Water Board the facilities inspected that year and the 
status of each. 

The final O&M Plan should incorporate solutions to any problems noted or 
changes that occurred during construction. For this reason, the final O&M Plan 
may be submitted at the end of the construction period, before the application for 
final building permit and Certificate of Occupancy. 

► TOOLS AND ASSISTANCE  

The following step-by-step instructions—and forms available on the CCCWP 
website—will help you prepare your O&M Plan. You may use, adapt, and assemble 
these documents to prepare your own O&M Plan, which will be customized to the 
specific needs of your site. 

The available tools and assistance includes: 

 A form for stating or updating key contact information for responsible 
individuals. 

 A format for an Inspection and Maintenance Log. 

http://www.cccleanwater.org/new-developmentc3/stormwater-c3-guidebook/
http://www.cccleanwater.org/new-developmentc3/stormwater-c3-guidebook/
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 Sample contents of an inspector’s report. 

 A Fact Sheet incorporating a suitable maintenance plan for bioretention 
facilities and flow-through planters. 

Additional useful references, including links to additional documents, are available 
in “References and Resources” at the end of this chapter.   

► YOUR O&M PLAN: STEP BY STEP 

The following step-by-step guidance will help you prepare each required section of 
your O&M Plan. 

Preparation of the plan will require familiarity with your stormwater facilities as they 
have been constructed and a fair amount of thinking through plans for their 
operations and maintenance. The text and forms provided here will assist you, but 
are no substitute for thoughtful planning. 

► STEP 1: DESIGNATE RESPONSIBLE INDIVIDUALS  

To begin creating your O&M Plan, your organization must designate and identify: 

 The individual who will have direct responsibility for the maintenance of 
stormwater controls. This individual should be the designated contact 
with municipal inspectors and should sign self-inspection reports and 
any correspondence with the municipality regarding verification 
inspections. 

 Employees or contractors who will report to the designated contact and 
are responsible for carrying out BMP O&M.  

 The corporate officer authorized to negotiate and execute any contracts 
that might be necessary for future changes to O&M or to implement 
remedial measures if problems occur. 

 Your designated respondent to problems, such as clogged drains or 
broken irrigation mains, that would require immediate response should 
they occur during off-hours.   

It is recommended to use the form available on the CCCWP website to list this 
information. Updated contact information must be provided to the municipality 
immediately whenever a property is sold and whenever designated individuals 
or contractors change. Complete a new form—and send a copy to the 
municipality—whenever this occurs.  

Draw or sketch an organization chart to show the relationships of authority and 
responsibility between the individuals responsible for O&M. This need not be 
elaborate, particularly for smaller organizations.  

http://www.cccleanwater.org/new-developmentc3/stormwater-c3-guidebook/
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Describe how funding for O&M will be assured, including sources of funds, budget 
category for expenditures, process for establishing the annual maintenance budget, 
and the process for obtaining authority should unexpected expenditures for major 
corrective maintenance be required. 

Describe how your organization will accommodate initial training of staff or 
contractors regarding the purpose, mode of operation, and maintenance 
requirements for the stormwater facilities on your site. Also, describe how your 
organization will ensure ongoing training as needed and in response to staff changes.  

► STEP 2: SUMMARIZE DRAINAGE AND BMPS 

Incorporate the following information from your Stormwater Control Plan into 
your O&M Plan: 

 Figures delineating and designating pervious and impervious areas. 

 Figures showing locations of stormwater facilities on the site. 

 Tables of pervious and impervious areas served by each facility. 

Review the Stormwater Control Plan narrative that describes each facility and its 
tributary drainage area and update the text to incorporate any changes that may have 
occurred during planning and zoning review, building permit review, or 
construction. Incorporate the updated text into your O&M Plan. 

► STEP 3: DOCUMENT FACILITIES “AS BUILT” 

Include the following information from final construction drawings: 

 Plans, elevations, and details of all facilities. Annotate if necessary with 
designations used in the Stormwater Control Plan. 

 Design information or calculations submitted in the detailed design 
phase (i.e., not included in the Stormwater Control Plan). 

 Specifications of construction for facilities, including sand or soil, 
compaction, pipe materials, and bedding.  

In the final O&M Plan, incorporate field changes to design drawings, including 
changes to any of the following: 

 Location and layouts of inflow piping, flow splitter boxes, and piping to 
offsite discharge. 

 Depths and layering of soil, sand, or gravel. 
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 Placement of filter fabric or geotextiles (not recommended between soil 
and gravel layers of bioretention facilities). 

 Changes or substitutions in soil or other materials. 

 Natural soils encountered (e.g. sand or clay lenses). 

► STEP 4: PREPARE CUSTOMIZED MAINTENANCE PLANS 

Prepare a maintenance plan, schedule, and inspection checklists (routine, annual, 
and after major storms) for each facility. Plans and schedules for two or more similar 
facilities on the same site may be combined.  

Use the following resources to prepare your customized maintenance plan, 
schedule, and checklists. 

 Specific information noted in Steps 2 and 3, above. 

 Other input from the facility designer, municipal staff, or other sources.  

 Operation and Maintenance Fact Sheet for Bioretention Facilities and 
Flow-through Planters (available on the C.3 Web Page)  

Note any particular characteristics or circumstances that could require attention in 
the future and include any troubleshooting advice. 

Also include manufacturers’ data, operating manuals, and maintenance 
requirements for any: 

 Pumps or other mechanical equipment. 

 Proprietary devices used as or in conjunction with BMPs. 

Manufacturers’ publications should be referenced in the text (including models and 
serial numbers where available). Copies of the manufacturers’ publications should 
be included as an attachment in the back of your O&M Plan or as a separate 
document. 

► STEP 5: COMPILE O&M PLAN 

Your O&M Plan should follow this general outline: 

I.  Inspection and Maintenance Log 

II.  Updates, Revisions and Errata 

https://www.cccleanwater.org/development-infrastructure/development
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III.  Introduction 

A.  Narrative overview describing the site; drainage areas, routing, and 
discharge points; and treatment and flow control facilities 

IV.  Responsibility for Maintenance 

A.  General 

(1)  Name and contact information for responsible individual(s) 

(2)  Organization chart or charts showing organization of the 
maintenance function and location within the overall organization 

(3)  Reference to Operation and Maintenance Agreement (if any). A 
copy of the agreement should be attached 

(4)  Maintenance Funding 

(a) Sources of funds for maintenance 

(b) Budget category or line item 

(c) Description of procedure and process for ensuring adequate 
funding for maintenance 

B.  Staff Training Program 

C.  Records 

D.  Safety 

V.  Summary of Drainage Areas and Stormwater Facilities 

A.  Drainage Areas  

(1)  Drawings showing pervious and impervious areas (copied or 
adapted from Stormwater Control Plan) 

(2)  Designation and description of each drainage area and how flow is 
routed to the corresponding facility 
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B.  Treatment and Flow Control Facilities 

(1)  Drawings showing location and type of each facility 

(2)  General description of each facility (Consider a table if more than 
two facilities) 

(a) Area drained and routing of discharge 

(b) Facility type and size 

VI.  BMP Design Documentation 

A.  “As-built” drawings of each facility (design drawings in the draft O&M 
Plan) 

B.  Manufacturers’ data, manuals, and maintenance requirements for 
pumps, mechanical or electrical equipment, and proprietary facilities 
(include a “placeholder” in the draft plan for information not yet 
available) 

C.  Specific operation and maintenance concerns and troubleshooting 

VII.  Maintenance Schedule or Matrix 

A.  Maintenance Schedule for each facility with specific requirements for: 

(1)  Routine inspection and maintenance 

(2)  Annual inspection and maintenance  

(3)  Inspection and maintenance after major storms 

B.  Service Agreement Information 

Assemble and make copies of your O&M Plan. One or more copies must be 
submitted to the municipality, and at least one copy kept on site. Here are some 
suggestions for formatting the O&M Plan: 

 Format plans to 8½ by 11 inches to facilitate duplication, filing, and 
handling. 

 Include the revision date in the footer on each page. 

 Scan graphics and incorporate with text into a single electronic file. Keep 
the electronic file backed-up so that copies of the O&M Plan can be 
made if the hard copy is lost or damaged. 
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► STEP 6: UPDATES  

Your O&M Plan will be a living document.  

O&M personnel may change; mechanical equipment may be replaced, and 
additional maintenance procedures may be needed. Throughout these changes, the 
O&M Plan must be kept updated.   

Updates may be transmitted to your municipality at any time. However, at a 
minimum, updates to the O&M Plan must accompany the annual inspection report. 
These updates should reference the sections of the O&M Plan being changed and 
should be placed in reverse chronological order (most recent at the top) in Section 
II of the binder. If the entire O&M Plan is updated, as it should be from time to 
time, these updates should be removed from the first section, but may be filed 
(perhaps in the back of the binder) for possible future reference. 

Stage 4: Interim Operation & Maintenance 
In accordance with MRP 3.0 Provision C.3.e.ii, include the following statement in 
your Stormwater Control Plan: 

The property owner accepts responsibility for interim operation and 
maintenance of stormwater treatment and flow-control facilities until 
such time as this responsibility is formally transferred to a subsequent 
owner. 

Applicants will typically be required to warranty stormwater facilities against lack of 
performance due to flaws in design or construction following completion of 
construction. The warranty may need to be secured by a bond or other financial 
instrument. The warranty should be consistent with local municipality requirements. 

Stage 5: Transfer Responsibility  
As part of the final O&M Plan, note the expected date when responsibility for 
operation and maintenance will be transferred. Notify your municipality when this 
transfer of responsibility takes place.  

Stage 6: Operation & Maintenance Verification 
Each Contra Costa municipality implements a Stormwater Treatment Measures 
Operation and Maintenance Verification Program, including periodic site 
inspections.  

Local stormwater ordinances state municipalities may require an annual certificate 
of compliance certifying operations and maintenance of treatment and flow-control 
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facilities. To obtain a certificate of compliance, the responsible party must request 
and pay for an inspection from the municipality each year. Alternatively, owners or 
lessees may arrange for inspection by a private company authorized by the 
municipality. Based on the results of the inspection, the municipality may issue a 
certificate, issue a conditional certificate requiring correction of noted deficiencies 
by a specific date, or deny the certificate.  

Some municipalities have established alternative procedures. Check with local staff 
for requirements. 

Design to Minimize Long-Term Maintenance 
The design criteria on page 111 have been developed and refined, based on 
accumulated experience, to ensure constructed bioretention facilities are robust and 
resilient. When properly designed and constructed, bioretention facilities require 
little intervention beyond cleanup, pruning, and occasional replanting, at a level of 
effort similar to that required for any vegetated area.  

Table 5-2 on the following page identifies how certain design criteria optimize 
operation and minimize long-term maintenance needs. 

► TYPICAL MAINTENANCE PROGRAM 

The Stormwater Facility Operation and Maintenance Fact Sheet: Bioretention 
Facilities and Flow-through Planters is available on CCCWP’s Stormwater C.3 
Guidebook web page. The fact sheet provides a typical maintenance program for 
bioretention facilities. The same typical maintenance program is incorporated into 
the template, also available on CCCWP’s Stormwater C.3 Guidebook web page, for 
a Stormwater Facility O&M Plan. 

The typical maintenance program includes: 

 General maintenance rules, including a prohibition on using synthetic 
fertilizers, pesticides, or any soil amendments other than aged compost 
mulch or the approved sand/compost mix. 

 Routine trash removal and weeding. 

 Observations and corrections following significant rain events. 

 Annual vegetation and other maintenance during winter. 

 Inspection prior to the start of the rainy season 
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► REFERENCES AND RESOURCES 

 Model Stormwater Ordinance (CCCWP, 2005) 
 Start at the Source (BASMAA, 1999) pp. 139-145. 
 Urban Runoff Quality Management (WEF/ASCE, 1998). pp 186-189. 
 Contra Costa Clean Water Program Vector Control Plan  

TABLE 5-2. SUMMARY OF DESIGN CRITERIA adopted to ensure facility longevity and reduce required maintenance. 

 

Feature 
Page 
# Operation and Maintenance-Related Benefit 

Facility is in a high-visibility, 
well-trafficked location 

 Facility is valued for aesthetic and other ancillary benefits and is more 
likely to be maintained consistently 

In subdivisions, facility is in an 
accessible common area and not 
on an individual lot 

 Avoids potential alterations to facility after construction and resulting 
conflicts with individual homeowners over need to restore the facility 
to original condition. 

Consistent cross-section, 
configuration, and specifications 
for all bioretention facilities 
throughout County 

 Facilitates inspection, evaluation, and repairs if needed. 

Soil mix specification  Avoids infiltration failure and ensures minimum infiltration rate 
(facility treatment capacity) is achieved over the long term. 

Underdrain pipe specifications  Discharge elevation at top of gravel layer maximizes amount of treated 
runoff that is stored and infiltrated. Holes facing down prevents 
accumulation of soil within the underdrain pipe. Specified pipe can be 
rooted if needed. 

Plants are required  Plant roots and associated biological activity keep soil pores open, 
facilitating percolation and preventing blinding/clogging of the surface 
and resulting loss of infiltration capacity. Aesthetic qualities of planted 
areas help ensure owners’ attention to and engagement with the facility. 
Biological activity helps break down and/or immobilize pollutants. 

Gravel (Class 2 permeable) 
specification 

 Resists migration of fines from overlying soil mix, eliminates need for 
filter fabric (which tends to clog) or additional layer atop gravel. 

Top of soil elevation is flat  Maximizes surface reservoir, avoids rills in mulch and in bioretention 
soil mix that result from flow. 

Overflow is precast concrete 
with frame and grate 

 Helps ensure overflow is at proper elevation, which ensures ponding, 
rather than flow, across the entire facility surface. Resistant to 
accidental damage (compared to an upturned plastic pipe).  

Concrete curb or other 
hardscaped rim delineates edge 
of facility 

 Clearly shows facility boundary to guide landscape maintenance crews. 
Helps prevent fine sediments from adjacent slopes from entering the 
bioretention soil mix.  

 

http://www.cccleanwater.org/c3-municipalities.html
http://www.cccleanwater.org/Publications/StartAtTheSource/Start_At_The_Source_Full.pdf
http://www.cccleanwater.org/Publications/CCCWP%20Vector%20Control%20Plan%20Final.pdf
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Retrofitting with  
Green Infrastructure 

How to identify and evaluate opportunities to integrate  
LID features and facilities into existing drainage systems 

etrofitting streets and paved areas with LID is difficult. Elevations and grades 
are fixed constraints—unlike a new development or fully redeveloped site, 
where the layout and grades of future buildings, pavement, and landscape can 

be adjusted during the design. 

Some built locations present striking opportunities for retrofit. For many other 
locations, retrofitting with LID is a practical impossibility.  

In a retrofit, options for LID are mostly the same as in a land development project:  

 Convert impervious areas to landscape. 

 Replace impervious pavement with pervious pavement. 

 Disperse runoff from impervious areas to landscaped areas. 

 Intercept flow in an existing swale, gutter, or pipe, direct it to a 
bioretention facility, and direct the underdrain and overflow from the 
bioretention facility to a downstream storm drain, culvert, or swale. 

Design guidance and criteria for these features and facilities are in Chapter 4. 
Further design guidance can be found in references cited at the end of this 
chapter. 

This chapter will help guide the process of identifying and evaluating LID 
opportunities in the built landscape.  

Chapter 

6 

R 
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Project Identification  
The most cost-effective projects involve dispersing runoff from paved areas to 
self-retaining areas via sheet flow, gutters, swales, or pipes. The receiving self-
retaining area needs to be large enough—the 2:1 impervious-to-pervious ratio 
applies—and lower than the low point of the tributary impervious area. In an 
urban setting, such potential opportunities are rare. When found, as they 
sometimes are along landscaped medians or shoulders of suburban arterial 
roadways, or in plazas, parks, and golf courses, the opportunity should be 
investigated. 

More typically, runoff from an existing catchment is diverted from the street or 
gutter to a bioretention facility built at or near an existing storm drain inlet. 

Follow these Steps 
To identify and evaluate Green Infrastructure retrofit opportunities, follow 
these steps: 

1. Locate the low points (usually existing storm drain inlets). 

2. Review existing and potential landscape use adjacent to low points. 

3. Evaluate the tributary catchment. 

4. Calculate minimum sizes of the planned LID feature or facility. 

5. Sketch and evaluate a preliminary footprint of the feature or facility. 

6. Check facility inlet and outlet elevations. 

► STEP 1: LOCATE LOW POINTS 

Existing conventional drainage systems typically convey runoff via sheet flow and 
gutters to storm drain inlets, which connect to underground pipes. These storm 
drain inlets are candidate locations for LID features and facilities. Sometimes the 
storm drain inlet itself can be repurposed as a bioretention facility overflow with the 
same grate elevation.  

Many municipal utility maps and geographic information system (GIS) maps include 
the location and size of storm drain pipes, but unfortunately do not typically include 
storm drain inlets. This makes the maps of little use for green infrastructure 
planning. Fortunately, inlet locations can often be found using satellite and street 
view imagery available online. A site visit may be needed to confirm inlet locations, 
particularly if street curbs and parking lots are parked up in the images. 



C H A P T E R  6 :  R E T R O F I T T I N G  W I T H  G R E E N  I N F R A S T R U C T U R E  

9th Edition  APRIL 12, 2024 111 

► STEP 2: REVIEW AREAS ADJACENT TO LOW POINTS 

Most low points (typically storm drain inlets) are in locations where it isn’t practical 
to retrofit the surrounding area for bioretention.  

 Many storm drain inlets are near street intersections—where sidewalks, 
pedestrian crossings, utilities, and other uses converge, and space is at a 
premium.  

 In parking lots, inlets are typically centered in the drive aisle. 

Traffic medians and islands are often, but not always, located at high points within 
the right-of-way and are rarely adjacent to storm drain inlets. 

Some situations where inlet locations may create retrofit opportunities: 

 Excessive street width. 

 Wide parkway strip. 

 Abandoned turn lane or other lane. 

 Unused right-of-way at oddly configured intersection. 

 Triangular area within a roadway gore (nose). 

 Street narrowed (or to be narrowed) for pedestrian crossing (bulb-out). 

 Adjacent to a park or green space. 

 Adjacent to a utility easement 

 Unused/abandoned right-of-way, for example, from a realigned roadway 
or former streetcar line. 

Existing drainage swales or ditches, including short runs between culverts, are 
typically ineligible to be converted for bioretention treatment because of restrictions 
in Clean Water Act Sections 401 and 404. 

► STEP 3: EVALUATE THE TRIBUTARY CATCHMENT 

Once a potential location for a bioretention facility has been identified, the next step 
is to determine whether the facility can be sized adequately to receive the amount 
of runoff draining to that location.  

Storm drain inlets are seldom shown on municipal utility maps, and the areas 
tributary to each inlet are generally not mapped. Typically, it is necessary to survey 
and evaluate each catchment in the field. 
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Catchment boundaries may be easy or difficult to discern. A field visit is typically 
required, especially in areas with older infrastructure. On a street with a gradient, an 
upgradient storm drain inlet may mark a boundary. Street crowns are usually 
catchment boundaries, and are mostly, but not always, at the street centerline. In 
flatter terrain, it may be helpful to use a rotating laser level to find high points along 
a gutter line or to locate an off-center crown. 

In neighborhoods built before about 1980, especially on alluvial slopes (common in 
the San Francisco Bay Area), one storm drain inlet may receive runoff from an entire 
block in a street grid. Or there may be additional inlets which were apparently added 
later to solve nuisance flooding at low points. Also, look for concrete swales 
connecting the drainage from the low corner of one block to the next block 
downgradient. 

The catchment typically extends to a grade break at the back of sidewalk. However, 
in low-density residential neighborhoods, and in older commercial/industrial 
neighborhoods, parcels may be configured to drain to the gutter via curb outlets or 
via sheet flow over driveways. Look for these features to ascertain whether to 
include the parcels in the tributary area. Estimate the relative imperviousness of the 
parcel (typically 85-100% for commercial/industrial and 35-50% for low-density 
residential). 

To quickly estimate the catchment area, trace catchment boundaries in Google 
Earth or other GIS.  

► STEP 4: CALCULATE MINIMUM FACILITY SIZES 

For potential self-retaining areas, size at one-half the tributary equivalent impervious 
area. 

For bioretention facilities, multiply the tributary equivalent impervious area by 0.04. 
This size is generally workable in parking lots, where stalls can be reconfigured or 
eliminated to accommodate the facility. 

Reduced sizing (less than 4% of tributary equivalent impervious area) can only be 
used for road reconstruction projects that follow requirements outlined in MRP 3.0 
Provision C.3.b.ii (5)(c), or that are non-regulated projects under C.3.b.  For projects 
that meet these requirement, bioretention sizing can be calculated using the 
following sizing factor:  

Sizing Factor = 0.00060 × MAP + 0.0086 

Where MAP=Mean Annual Precipitation in inches, per Contra Costa County Public 
Works Figure B-166. 

This will provide a reasonable range for trial-sizing bioretention facilities to treat 
impervious area drainage. Larger facilities will overflow less frequently and will 
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provide more robust performance over time. However, the reduced sizing factor 
calculation for bioretention facilities does not satisfy full trash capture requirements. 

► STEP 5: SKETCH AND EVALUATE A PRELIMINARY FACILITY FOOTPRINT 

Edges—transitions between the bioretention soil surface and the surrounding 
pavement—are often challenging design problems. Each facility requires its own 
solutions. Here are some problems and considerations that are often encountered: 

 Slopes. The standard street section descends from crown to curb and 
rises again to back of sidewalk. The street may slope in the longitudinal 
direction as well. A bioretention facility typically requires that the top-of-
soil be flat and six inches below the elevation of the existing storm drain 
inlet. As a result, the transition to the surrounding street and/or sidewalk 
requires a perimeter curb or wall. Depending on the drop to the top of 
soil, perimeter curbs or fences may be required to prevent vehicles or 
pedestrians from falling into the facility. It is useful to estimate the 
required wall heights when first envisioning how the bioretention facility 
might fit into the existing topography. This can be done in the field by 
checking existing elevations around the perimeter with a rotating laser 
level and rod. 

 Traffic control. For bioretention facilities built as sidewalk extensions or 
bulb-outs, the shape of the transition within the lane may be specified by 
municipal standards. 

 Compatibility with plans for multi-modal transportation. Planned 
upgrades to the street configuration—for traffic calming, road diet, bike 
lanes, or “complete streets”—may conflict with the ideal bioretention 
facility footprint. Bioretention facilities typically need to be at the gutter, 
either extending into a parking lane or straddling the existing curb and 
also replacing some parkway strip. Many bike lane configurations use this 
same alignment along the gutter. 

 Property ownership or control. Whether to pursue a green infrastructure 
retrofit at the location may depend on the quality of working 
relationships with private parties, utilities, or other agencies having 
jurisdiction. Sometimes the area near a storm drain (or even at the storm 
drain) seems within the public right-of-way but is on a privately owned 
parcel—or the area is under the jurisdiction of a municipal department 
other than transportation, such as a parks department or surplus lands. 
And sometimes the opportunity may exist to divert runoff to landscaped 
area within an existing utility easement, or to extend a bioretention 
facility into the easement.  
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 Access for maintenance. Routine maintenance of bioretention facilities 
requires the same tools and access as for other landscaping. Maintenance 
access can be an issue for facilities on arterial streets, especially if a 
temporary lane closure is required. 

 Water for irrigation. While not a requirement, an available connection to 
water expands the choices of plant palette. 

 Utility conflicts. Existing subsurface utility lines can sometimes be 
moved. Sometimes, utilities can be left in place and a bioretention facility 
built around the line. However, large-diameter pipes or ducts can make 
building at an otherwise promising location impracticable. And any 
occurrence of utilities within the potential facility’s footprint will add to 
project costs and potential delays. 

Design, Construction, and Maintenance 
Detailed design, construction, and maintenance of retrofit bioretention facilities—
including street retrofits—are generally the same as for facilities in newly developed 
or redeveloped sites. For criteria and requirements, see Chapters 4 and 5 in this 
Guidebook. 

For additional design resources, including example details useful for integration into 
streets and streetscapes, see the references and resources below and on the CCCWP 
Green Infrastructure Planning Resources webpage. 

► REFERENCES AND RESOURCES 

 Chapter 4, Design and Construction of Bioretention Facilities and Other Integrated Management Practices 
 Chapter 5, Operation and Maintenance of Stormwater Management Facilities 
 San Francisco Public Utilities Public Utilities Commission Stormwater Management Requirements and Design 

Guidelines Appendix B: Typical Details 
 CASQA/Central Coast Low Impact Development Institute Standard LID Design Plans and Specifications 
 City of San Jose Green Stormwater Infrastructure Maintenance Field Guide 

https://www.cccleanwater.org/development-infrastructure/green-infrastructure/resources
https://sfport.com/sites/default/files/SMR_AppB_GITypicalSheets_FINAL_Septe.pdf
https://sfport.com/sites/default/files/SMR_AppB_GITypicalSheets_FINAL_Septe.pdf
https://www.casqa.org/resources/california-lid-portal/standard-lid-design-plans-specifications
https://www.sanjoseca.gov/home/showpublisheddocument/40709/637072498623830000
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Imperviousness 
Schueler (1995) proposed imperviousness as a “unifying theme” for the efforts of 
planners, engineers, landscape architects, scientists, and local officials concerned 
with urban watershed protection. Schueler argued (1) that imperviousness is a useful 
indicator linking urban land development to the degradation of aquatic ecosystems, 
and (2) imperviousness can be quantified, managed, and controlled during land 
development. 

Imperviousness has long been understood as the key variable in urban hydrology.  
Peak runoff flow and total runoff volume from small urban catchments is usually 
calculated as a function of the ratio of impervious area to total area (rational 
method). The ratio correlates to the composite runoff factor, usually designated 
“C”. Increased flows resulting from urban development tend to increase the 
frequency of small-scale flooding downstream. 

Imperviousness links urban land development to degradation of aquatic ecosystems 
in two ways.  

First, the combination of paved surfaces and piped runoff efficiently collects urban 
pollutants and transports them, in suspended or dissolved form, to surface waters. 
These pollutants may originate as airborne dust, be washed from the atmosphere 
during rains, or may be generated by automobiles and outdoor work activities.  

Second, increased peak flows and runoff durations can cause erosion of stream 
banks and beds, transport of fine sediments, and disruption of aquatic habitat. 
Measures taken to control stream erosion, such as hardening banks with riprap or 
concrete, may permanently eliminate habitat. By reducing infiltration to 
groundwater, imperviousness may also reduce dry-weather stream flows. 

Imperviousness has two major components: rooftops and transportation (including 
streets, highways, and parking areas). The transportation component is usually larger 
and is more likely to be directly connected to the storm drain system. 

The effects of imperviousness can be mitigated by disconnecting impervious areas 
from the drainage system and by making drainage less efficient—that is, by 
encouraging detention and retention of runoff near the point where it is generated. 
Detention and retention reduce peak flows and volumes and allow pollutants to 
settle out or adhere to soils before they can be transported downstream. 

Low Impact Development (LID)  
MRP Provision C.3.c mandates the use of LID for stormwater treatment, with 
narrow exceptions. Techniques for implementing LID are detailed in Chapter 3 of 
this Guidebook.  

LID aims to mimic a site’s pre-development hydrology by minimizing 
imperviousness and then by detaining, infiltrating, and filtering runoff in landscape-
based features—principally bioretention facilities. 
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